PLANS FOR THE GRADING, STREET IMPROVEMENT

— THE AMERIC

GATEWAY

, SEWER, WATER, STORMDRAIN, STRIPING, AND SIGNAGE OF

AS - TRACT 941 - UNIT NO. 2

GENERAL NOTES:

1. ENCROACHMENT PERMIT CONDITIONS AND PROVISIONS SHALL TAKE PRECEDENCE OVER THE
APPROVED PLANS AND SPECIFICATIONS.

2. THE STRUCTURAL SECTION SHALL BE IN ACCORDANCE WITH IMPERIAL COUNTY STANDARDS
(R CAL'IT\;ANS IF IN STATE ROW) AND AS APPROVED BY THE PUBLIC WORKS DIRECTOR (or
CALTRANS).

3. APPROVAL OF THESE IMPROVEMENT PLANS AS SHOWN DOES NOT CONSTITUTE APPROVAL OF
ANY CONSTRUCTION OUTSIDE THE PROJECT BOUNDARY.

4. ALL UNDERGROUND UTILITIES WITHIN THE STREET RIGHT-OF—WAY SHALL BE CONSTRUCTED,
CONNECTED AND TESTED PRIOR TO CONSTRUCTION OF BERM, CURB, CROSS AND PAVING.

5. THE EXISTENCE AND LOCATION OF EXISTING UNDERGROUND FACILITIES SHOWN ON THESE
PLANS WERE OBTAINED BY A SEARCH OF THE AVAILABLE RECORDS. TO THE BEST OF OUR
KNOWLEDGE, THERE ARE NO OTHER EXISTING FACILITIES EXCEPT AS SHOWN ON THESE PLANS,
HOWEVER, THE CONTRACTOR IS REQUIRED TO TAKE PRECAUTIONARY MEASURES TO PROTECT
ANY EXISTING FACILITY SHOWN HEREON AND ANY OTHER WHICH IS NOT OF RECORD OR NOT
SHOWN ON THESE PLANS.

6. LOCATION AND ELEVATION OF IMPROVEMENTS TO BE MET BY WORK TO BE DONE SHALL BE
CONFIRMED BY FIELD MEASUREMENTS PRIOR TO CONSTRUCTION OF NEW WORK. CONTRACTOR
WLL MAKE EXPLORATORY EXCAVATIONS AND LOCATE EMISTING UNDERGROUND FACILITES
SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS TO PLANS IF REVISIONS ARE
NECESSARY BECAUSE OF ACTUAL LOCATION OF EXISTING FACILITIES.

7. UTILIMES COORDINATION

NO LESS THAN 3 WORKING DAYS PRIOR TO ANY EXCAVATION OR TRENCHING, EACH CONTRACTOR
DOING SUCH WORK SHALL CONTACT THE FOLLOWING AGENCIES SO THAT EXISTING

UNDERGROUND UTILITIES MAY BE LOCATED. THE AGENCY MAY REGUIRE AN INSPECTOR TO BE
PRESENT,

1. GATEWAY CSA, SEWER, WATER (PUBLIC WORKS) 760) 4B2-4452
2. IMPERIAL IRRIGATION DISTRICT (POWER 760) 339-9280
3. IMPERIAL IRRIGATION DISTRICT (WATER B00) 339-9263
4. PACIFIC BELL 800) 422-4133
5. THE GAS CO. 800) 422-4133/(800) 227-2600
6. ADELPHIA CABLE 800) B26-62599

EXISTING UNDERGROUND UTILITIES

BEFORE EXCAVATING FOR THIS CONTRACT, VERIFY LOCATION OF UNDERGROUND UTILITIES. THE
EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN ON
THESE PLANS HAS BEEN OBTAINED FROM AVAILABLE RECORDS ONLY AND MAY NOT REFLECT ALL
EXISTING UTILITIES. LOCATION OF ALL EXISTING UTILITIES SHALL BE CONFIRMED BY FIELD
MEASUREMENTS BY CONTRACTOR PRIOR TO CONSTRUCTION OF WORK.

CONTRACTOR IS REQUIRED TO TAKE PRECAUTIONARY MEASURES TO PROTECT THE UTILITY LINES
SHOW HEREON AND ANY OTHER EXISTING LINES NOT OF RECORD OR NOT SHOWN ON THESE
PLANS.

ACCURATE VERIFICATION AS TO SIZE, LOCATION AND DEPTH OF EXISTING UNDERGROUND
SERVICES SHALL BE THE CONTRACTORS RESPONSIBILITY, THE CONTRACTOR SHALL NOTIFY THE
SOUTHERN CALIFORN|A GAS COMPANY, PACIFIC BELL, TELEPHONE COMPANY, IMPERIAL
IRRIGATION DISTRICT AND ANY OTHER AFFECTED UTILITY AGENCIES PRIOR TO STARTING HIS
WORK NEAR SUCH UTILITY FACILITIES AND SHALL COORDINATE HIS WORK WITH UTILITY
REPRESENTATIVES. FOR LOCATION OF UNDERGROUND UTILITIES AND APPURTEMANCES, CONTACT
“UNDERGROUMD SERVICE ALERT" AT 1-800-422—4133,

8. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER TO CONTACT THE UTILITY AGENCIES,
ADVISE THEM OF THE PROPOSED IMPROVEMENTS AND BEAR THE COST OF RELOCATIONS, IF
NEEDED.

9. CONSTRUCT A PUBLIC STREET LIGHT SYSTEM CONFORMING TO APPROPRIATE STANDARDS AND
STREET LIGHT SPECIFICATIONS. POWER SOURCES AND RUNS SHALL BE SHOWN ON THE "AS—BUILT"
IMPROVEMENT DRAWINGS. ALL POWER SOURCES SHALL BE LOCATED WITHIN THE DEDICATED
RIGHT-OF =WAY.

10. NO PAVING SHALL BE DONE UNTIL EXISTING POWER POLES ARE RELOCATED OUTSIDE THE
AREAS TO BE PAVED.

11. PRIVATE ROAD IMPROVEMENTS SHOWN HEREON ARE FOR INFORMATION ONLY. COUNTY
OFFICIALS SIGNATURE HEREON DOES NOT CONSTITUTE APPROVAL OR RESPONSIBILITY OF ANY
KIND FOR THE DESIGN OR CONSTRUCTION OF THESE PRIVATE IMPROVEMENTS.

12. ALL SIGNS TO BE ALUMINUM WITH 3M HIGH INTENSITY TYPE REFLECTIVE FACE OR
EQUIVALENT.

13. CONTRACTOR WILL BE RESPONSIBLE FOR THE REPLACEMENT OF ANY STRIPING, PAVEMENT
MARKERS, OR LEGENDS OBUITERATED BY THE CONSTRUCTION OF THIS PROJECT.

14. THE CONTRACTOR SHALL DO ALL NEW STRIPING AND SANDBLASTING OF REDUNDANT
STRIPING.

15. THE FUTURE CONSTRUCTION OF PCC STANDARD DRIVEWAYS (GATEWAY STD. DWG. NO. 410)
TO BE DETERMINED BY INDIVIDUAL LOT DEVELOPERS. PCC SURFACING OF DRIVEWAY TO  EXTEND
FROM CURE TO PROPERTY LINE UNLESS OTHERWISE SHOWN,

16. THE CONTRACTOR SHALL BE RESPONSIBLE TO SECURE AN ENCROACHMENT PERMIT FROM THE
COUNTY OF IMPERIAL DEPARTMENT OF PUBLIC WORKS FOR ANY EXCAVATION OR CONSTRUCTION
WITHIN COUNTY ROAD RIGHT—OF-WAY. FOR INSPECTIONS, 48 HOUR MINIMUM NOTICE IS

REQUIRED, (760) 482-4462. ADDITIONALLY, UNDERGROUND SERVICE ALERT (USA) MUST BE CALLED
TWO WORKING DAYS BEFORE THE CONTRACTOR MAY EXCAVATE. THEY'RE CONTACT NUMBER

(B00) 227-2600. ALL WORK AND MATERIALS ARE SUBJECT TO THE INSPECTION AND APPROVAL
FROM THE COUNTY DEFPARTMENT OF PUBLIC WORKS OR THEIR REPRESENTATIVE.

17. NO REVISIONS OF ANY KIND SHALL BE MADE TO THESE PLANS WITHOUT THE PRIOR WRITTEN
APPROVAL OF BOTH THE COUNTY ENGINEER (OR HIS REPRESENTATIVE) AND THE ENGINEER OF
RECORD. A REPRODUCIBLE AS-BUILT PLAN SET WILL BE PROVIDED TO THE PUBLIC WORKS
DEPARTMENT AS A CONDITION OF SUBSTANTIAL CONSTRUCTION COMPLETION AND PRIOR TO
ACCEPTANCE.

GENERAL NOTES (CONT.)

1B, ALL WORK AND MATERIALS SHALL CONFORM TO THESE PLANS AND SPECIFICATIONS, THE
IMPERIAL COUNTY DEPARTMENT OF PUBLIC WORKS STANDARDS AND ENCROACHMENT PERMIT
CONDITIONS, ANY REFERENCED STANDARDS AND SPECIFICATIONS AND THE SPECIFICATIONS &

THE REQUIREMENTS OF THE AGEMCIES REFERRED TO HEREIN. ALL WORK SHOWN OR INDICATED JOB SITE AT ALL TIMES.

BY THESE PLANS SHALL BE COMPLETED IN ACCORDANCE WITH THE STANDARDS, POLICIES AND

REGULATIONS OF IMPERIAL COUNTY; WHERE, OR IF, CONFLICTS OCCUR, THEN THE IMPERIAL
COUNTY REQUIREMENTS SHALL GOVERN.

19. UNLESS SPECIFICALLY INDICATED OTHERWISE METHODS EMPLOYED AND MATERIAL USED IN
THE CONSTRUCTION OF ALL OFFSITE IMPROVEMENTS SHALL CONFORM TO THE APPLICABLE
PROVISIONS OF THE "STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION STANDARD

SPECIFICATIONS DATED JULY 1999". ALL WORK IS SUBJECT TO INSPECTION AND APPROVAL AS

REQUIRED.

20. IT SHALL BE THE RESPONSIBIUTY OF THE CONTRACTOR TO OBTAIN AN EXCAVATION PERMIT
FROM_THE STATE OF CALIFORNIA DIVISION OF SAFETY AND TO ADHERE TO ALL PROVISIONS OF S-FEET FROM A SIDE LOT LNE. THE

THE STATE CONSTRUCTION SAFETY ORDERS AND STANDARDS.
21. IT SHALL BE THE CONTRACTOR'S RESPONSIBILTY TO OBTAIN A GENERAL COMSTRUCTION

2. THE SUBMISSION AND REVIEW OF ALL
TO BE ACCOMPLISHED PRIOR TO THE PRI

SCHEDULING MUST BE 24-48 HOURS IN

IMPRINTED IN NEW CURE AT ALL WATER
AND 3/16" DEEP.

ACTIMITY STORM WATER PERMIT FROM THE STATE WATER RESOURCES CONTROL BOARD DIVISION 6. MANUAL AIR RELEASES SHALL BE INS

OF WATER QUALITY, CONTACT "STATE WATER RESOURCES CONTROL BOARD, DIVISION OF WATER

QUALITY, ATTENTION: STORM WATER PERMIT UNIT, P.0. BOX 1977, SACRAMENTO, CALIFORMIA,
95812

22. TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH THE CURRENT WORK AREA TRAFFIC
CONTROL HANDBOOK OR AS DIRECTED BY THE IMPERIAL COUNTY TRAFFIC ENGINEER.

23. ANY EXISTING SURVEY MONUMENTS OR COUNTY RECOGMIZED BENCHMARKS SHALL BE
PROTECTED BY THE CONTRACTOR. SHOULD ANY SUCH MONUMENTS OR BENCHMARKS BE

REMOVED, DAMAGED, OBLITERATED OR ALTERED BY THE CONTRACTORS OPERATIONS, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER RESETTING OF THE SAME AS PER THE

IN THE WATER MAIN PROFILE. FIRE HYD
BLOW-OFF WHEN LOCATED AT OR NEAR

SHALL BE NOTIFIED TWO WEEKS MINIMUM

SERVICES, ETC., PRIOR TO SHUTDOWNS.

WATER NOTES

1. WATER WORKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAILS AND MATERIALS AS
SPECIFIED IN THE MOST CURRENT EDITION OF THE STANDARDS OF THE AMERICAN WATER WORKS
ASSOCIATION. CONTRACTOR SHALL HAVE A CURRENT COPY OF THE STANDARD SPECIFICATIONS ON THE

SUBMITTALS AS REQUIRED BY THE STANDARD SPECIFICATIONS ARE
E—CONSTRUCTION MEETING WITH THE CSA DISTRICT'S INSPECTOR.

3. NO WORK MAY BEGIN OR PROCEED WITHOUT DIRECTION OF COUNTY AMD CSA INSPECTOR. INSPECTOR'S

ADVANCE OF WORK.

4. WHERE ELEVATIONS AND GRADES ARE MOT SHOWN ON THE WATER MAIN PROFILE, TOP OF PIPE PROFILE
IS 36—INCHES MINIMUM BELOW CENTERLINE OF FINISH GRADE OF STREET.

5. INSTALL A WATER SERVICE TO EACH LOT SIZE AND TYPE PER GATEWAY CSA. METER TO BE LOCATED
LETTER "W" SHALL BE CHISELED IN TOP OF EXISTING CURB OR

SERVICE CROSSINGS. SIZES WILL NOT BE LESS THAN 1 1/2" HIGH

TALLED AT ALL HIGH POINTS AND BLOW-OFFS AT ALL LOW POINTS
RANTS MAY BE USED IN LIEU OF MANUAL AIR RELEASE OR
HIGH OR LOW POINTS, AS APPROVED BY THE CSA REPRESENTATIVE.

7. UNLESS OTHERWISE NOTED, CONNECTION TO EXISTING MAINS SHALL BE MADE DRY. THE TIME AND
DURATION OF ANY SHUTDOWMS OF EXISTING MAINS SHALL BE SUBJECT TO APPROVAL BY THE CS5A. CSA

IN ADVANCE OF ANY SHUTDOWN,

8. CONTRACTOR SHALL COORDINATE WITH CSA ALL ARRANGEMENTS FOR HIGH-LINING TEMPORARY

NO SHUTDOWNS WILL BE SCHEDULED ON A FRIDAY.

9. LINE VALVES, WHERE REQUIRED AT STREET INTERSECTIONS SHALL BE LOCATED ON THE PROLONGATION
OF THE STREET RIGHT—OF-WAY WHENEVER POSSIBLE.

10. FIRE HYDRANTS, AS APPROVED BY THE APPROPRIATE FIRE MARSHALL AND MEETING THE CSA STANDARD

1. CONTRACTOR SHALL REVIEW ALL PROPDSED TRENCH WORK WITH CAL/OSHA. A COPY OF EXEMPTION
LETTER OR TRENCHING PERMIT, IF REQUIRED, SHALL BE SUBMITTED TO THE CSA PRIOR TO CONSTRUCTION.

AFFECT FINAL DESIGN, LE., LINE CROSSINGS, LINE PARALLELING,

OR PROPOSED CONMNECTIONS SHALL BE FIELD VERIFIED. ALL EMISTING OR PROPOSED UTILITY CROSSINGS,
OR UTILTIES WITHIN 10~FEET OF PROPOSED WATER MAINS, SHALL BE SHOWN ON IMPROVEMENT PLANS,

%. THE WATER SYSTEM SHALL BE PRESSURE TESTED IN ACCORDANCE WITH THE PROCEDURES IN THE

OF PIPE SHALL BE USED AS THE DESIGNATED WORKING PRESSURE
LOCATIONS AND PROVIDE WRITTEN DIMENSIONS TO INSPECTOR

VERTICAL) SHALL BE MADE BY USE OF JOINT COUPLINGS WITH 4~
PER JOINT). NO BENDING (CURVING) OF PIPE SHALL BE

17. THE CONTRACTOR SHALL FURNISH AND INSTALL, PER SPECIFICATION, THE APPROPRIATE BURIED UTILITY
WARNING IDENTIFICATION TAPE AND METALLIC WIRE ABOVE ALL PUBLIC WATERLINES INCLUDING WATER

RIGHT OF WAY OR EASEMENT. IN ALL EASEMENTS, FLEXIBLE HIGH
ADDITIONALLY REQUIRED PER CSA REQUIREMENTS.

ALL WORK FOR A PERIOD OF ONE (1) YEAR AFTER THE DATE OF
AND COUNTY AND SHALL REPAIR OR REPLACE ANY OR ALL SUCH

WORK, TOGETHER WITH ANY OTHER WORK WHICH MAY BE DISPLACED IN SO DOING, THAT MAY PROVE

TERIALS WITHIN THE 1 YEAR PERIOD FROM DATE OF ACCEPTANCE
CSA AND THE COUNTY, ORDINARY WEAR AND TEAR, UNUSUAL

SUBDIVISION MAP ACT, THE PROFESSIONAL LAND SURVEYORS ACT AND TO THE SATISFACTION OF
THE COUNTY SURVEYOR, DIRECTOR OF PUBLIC WORKS.
SPECIFICATIONS, ARE TO BE INSTALLED AT LOCATIONS SPECIFIED BY THE FIRE MARSHALL.
24. ALL PVC PIPE SHOWN ON THE IMPROVEMENT PLANS SHOULD MEET OR EXCEED THE
DIAMETER RATIO AND WALL THICKNESS FOR SCHEDULE 40 OR ASTM F794 PIPE.
GRADING NOTES 12, ALL EXISTING FACILITIES, WHICH MAY
1. APPROVAL OF THIS GRADING PLAN DOES NOT CONSTITUTE APPROVAL OF VERTICAL OR
HORIZONTAL ALIGNMENT OF ANY PRIVATE ROAD SHOWN HEREON FOR COUNTY ROAD
FLnEGCES, 13. ALL WATER SERVICES FOR IRRIGATION, AND COMMERCIAL OR INDUSTRIAL DEVELOPMENTS SHALL
2. FINAL APPROVAL OF THESE GRADING PLANS SUBJECT TO FINAL APPROVAL OF THE HAVE AN APPROVED BACKFLOW PREVENTION DEVICE ON CUSTOMER'S SIDE OF WATER METER,
ASSOCIATED IMPROVEMENT PLANS WHERE APPLICABLE. FINAL CURB GRADE ELEVATIONS
Y PLANS.
MAY REQURE. CHANGES I THESE. PLANS STANDARD SPECIFICATIONS. THE CLASS
3. IMPORT MATERIAL SHALL BE OBTAIMNED FROM A LEGAL SITE. FORTESTING ALL PIPES, VALVES (CLOSED) AND APPURTENANCES,
4. THE CONTRACTOR SHALL BE RESPONSIBLE TO SECURE AN ENCROACHMENT PERMIT FROM 15. CONTRACTOR TO TIE OFF ALL VALVE
THE COUNTY OF IMPERIAL DEPARTMENT OF PUBLIC WORKS FOR ANY EXCAVATION OR IMMEDIATELY UPON INSTALLATION OF VALVES,
CONSTRUCTION WITHIN COUNTY ROAD RIGHT—OF—WAY. FOR INSPECTIONS, 48 HOUR
MINIMUM NOTICE IS REQUIRED, (760) 4B2-4462. ADDITIONALLY, UNDERGROUND SERVICE 16. ALL DEFLECTIONS (HORIZONTAL AND
ALERT (USA) MUST BE CALLED TWO WORKING DAYS BEFORE THE CONTRACTOR MAY MAXIMUM DEFLECTION PER COUPLING (2"
EXCAVATE, THEIR CONTACT NUMBER (800) 227-2600. ALL WORK AND MATERIALS ARE PERMITTED.
SUBJECT TO INSPECTION AND APPROVAL OF THE COUNTY DEPARTMENT OF PUBLIC
WORKS.
5. THE CONTRACTOR SHALL VERIFY THE EXISTENCE AND LOCATION OF ALL UTILTIES BEFORE AND FIRE LATERALS LOCATED IN PUBLIC
COMMENCING WORK. NOTICE OF PROPOSED WORK SHALL BE GIVEN TO THE FOLLOWING WISIBILITY IDENTIFICATION MARKERS ARE
AGENCIES:
18. THE CONTRACTOR SHALL GUARANTEE
GAS TEL: 800-422-4133 / 800-227-2600 ACCEPTANCE OF THE WORK BY THE CSA
11D POWER TEL: 760-339-8280
1D WATER TEL: 760-339-9263 DEFECTIVE IN_ WORKMANSHIP AND/OR MA
PACIFIC TELEPHONE TEL: BOO-422-4133 WITHOUT EXPENSE WHATSOEVER TO THE
CATV TEL: BO0O-B626—6299 ABUSE OR NEGLECT EXCEPTED.
SEWER (DSA) TEL: 760-482-4462
WATER (CSA) TEL: 760-482-4462
6. A SOILS REPORT MAY BE REQUIRED PRIOR TO THE ISSUANCE OF A BUILDING PERMIT. SOIL ENGINEERS STATEMENT
7. APPROVAL OF THESE PLANS BY THE DIRECTOR OF PUBLIC WORKS DOES NOT AUTHORIZE ANY

WORK OR GRADING TO BE PERFORMED UNTIL THE PROPERTY OWNER'S PERMISSION HAS BEEN

OBTAINED AND VALID GRADING PERMIT HAS BEEN ISSUED BY THE COUNTY PLANNING
DEPARTMENT.
8. THE DIRECTOR OF PUBLIC WORKS' APPROVAL OF THESE PLANS DOES NOT CONSTITUTE

COUNTY BUILDING OFFICIAL APPROVAL OF ANY FOUNDATION FOR STRUCTURES TO BE PLACED
TEMS COVERED BY THESE PLANS. INCLUDING ANY ONSITE OR PERIMETER SCREEN OR REVIEWED BY:

ON_THE |
RETAINING WALLS.

9. ALL MAJOR SLOPES SHALL BE ROUNMDED INTO EXISTING TERRAIN TO PRODUCE A CONTOURED

TRANSITION FROM CUT OR FILL FACES TO NATURAL GROUND AND ABUTTING CUT OR FILL
SURFACES.

10. NOTWMITHSTANDING THE MINIMUM STANDARDS SET FORTH IN THE GRADING ORDINANCE
AND NOTWMITHSTANDING THE APPROVAL OF THESE GRADING PLANS, THE PERMITTEE IS

A SOILS REPORT HAS BEEN PREPARED Fi
THESE PLAN:

RESPONSIBLE FOR THE PREVENTION OF DAMAGE TO ADJACENT PROPERTY. NO PERSON SHALL RESPONSIBLE CHARGE OVER THE DESIGN
EXCAVATE ON LAND SO CLOSE TO THE PROPERTY LINE AS TO ENDANGER ANY SUCH PROPERTY AND PROFESSIONS CODE, AND THAT THE

FROM SETTLING, CRACKING, EROSION SILTING, SCOUR OR OTHER DAMAGE, WHICH MIGHT
RESULT FROM THE GRADING DESCRIBED ON THE PLAN. THE COUNTY WILL HOLD THE
PERMITTEE RESPONSIBLE FOR CORRECTION OF NON-DEDICATED IMPROVEMENTS WHICH
DAMAGE ADJACENT PROPERTY.

11, SPECIAL CONDITION: IF ANY ARCHEOLOGICAL RESOURCES ARE DISCOVERED ON THE SITE
THIS GRADING OPERATION, SUCH OPERATION WILL CEASE IMMEDIATELY AND THE PERMITTEE
WILL NOTIFY THE DIRECTOR OF THE PLANNING DEPARTMENT AND THE DISCOVERY. GRADING
OPERATION WILL NOT RECOMMENCE UNTIL THE PERMITTEE HAS RECEIVED WRITTEN
AUTHORITY FROM THE DIRECTOR OF PLANNING TO DO S0.

OR THIS PROJECT BY LANDMARK CONSULTANTS, INC. OF EL CENTRO

CALIFORMIA gLCI REPORT NO. LEO3061 DATED 10/07/05).

CONSIST OF 13 SHEETS AND HA

ggﬁdFO?MANCE TO THE GEOTECHNICAL SITE CONSTRAINTS AND RECOMMENDATIONS INCLUDED IN SAID
'ORT.

BEEN REVIEWED BY THE SOILS ENGINEER FOR

12. THE CONSTRUCTION OF ONE PCC STANDARD DRIVEWAY PER LOT, LOCATION TO BE DETERMINE ﬁ/m 'i -
IN THE FIELD BY ENGINEER OF WORK AND APPROVED BY COUNTY OF PUBLIC WORKS INSPECT A. HAYES, PRIBCIPAL ENGINEER

PCC SURFACING OF DRIVEWAY TO EXTEND FROM CURB TO PROPERTY LINE.

5.0.

AND
DETENTI
BASIN
CARR ROAD '

MNINA LEE ROAD

PAN AMERICAN ST.

AMERICAN CANAL

LOS ALAMOS ROAD

VICINITY MAP

NOT TO SCALE

WORK TO BE DONE:

GRADING AND DRAINAGE WORK CONSISTS OF THE FOLLOWING WORK TQ BE DONE ACCORDING TO

THESE PLANS AND THE SPECIFICATIONS AND STANDARD DRAWINGS OF THE COUNTY

OF IMPERIAL AND PER IMPERIAL COUNTY GRADING ORDINANCE

STANDARD SPECIFICATIONS:

1. STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION (1997 EDITION)
WITH SUPPLEMENTS (A.P.W.A. SPECIFICATIONS).

2. COUNTY OF IMPERIAL PROCEDURE AMI

D DESIGN GUIDELINES MANUAL (WITH GATEWAY
STANDARD DRAWINGS) DATED

DECEMBER 4, 2002 (REVISED AUGUST & 2003)

3. CALIFORNIA DEPARTMENT OF TRANSPORTATION STANDARD PLANS (CALTRANS)
JULY 2002 EDITION,

4. CALIFORNIA DEPARTMENT OF TRANSPORTATION,
FOR CONSTRUCTION AND MAINTEMANCE WORK ZOMES",
DOCUMENT NO. 769744, FILED NOVEMBER 7, 1990,

"MANUAL OF TRAFFIC COMTROLS,

(1980 EDITION),

P3E, LLC

SAN DIEGO, CA 92122
(858) 546—0888

BASIS B

BENCHMARK

LEGAL DESCRIPTION:

PORTION OF REMAINDER LOT OF TRALT 941 UNIT NO. 1 TN AN INCORPORATED AREA OF THE

COUNTY OF IMPERIAL, STATE OF CALIFORNIA, ACCORDING TO THE MAP RECORDED IN BOOK 19
AT PAGES 10 THROUGH 16 OF FINAL MAP ON FILE IN THE
SAID PORTION LYING WITHIN FRACTIONAL SECTION 13, T175
SECTION 18, T175-R16E, SBM (CONTAINING 78 ACRES, MORE

S 89°30'53° W WHICH IS THE BEARING OF CARR ROA
TRACT 941, UNIT NO. 1 RECORDED IN BOOK 19, PAG

OWNER/DEVELOPER:

8910 UNIVERSITY CENTER LANE, SUITE 265

[mm 1/3/07 o

Jr—— 1

Director of Public Works
Imperial County

-

GS

AND CARR RD INT. (EL. 31.82 M.5.L.)

IMPERIAL COUNTY RECORDERS OFFICE.
~R15E AND A PORTION OF FRACTIONAL

OR LESS)

D (NORTH LINE OF LOT 34) AS SHOWM ON
E 10 OF FINAL MAPS,

1. USGS DULL 2 — 3 1/2" BRASS CAP ON CONC. POST IN NORTH BANK OF ALL AMERICAN
CANAL 5/8 400" E. OF E. SIDE CALEXICO EAST P.O.E. (EL. 42.91 M.SL. NAVDSS)
2 “+" WEST SIDE SEWER M.H. RIM 95' W. OF SW. CORMER OF MINA LEE ST

REVISIONS

e sl o | NG HALE ENGINEERING

7910 CONVOY COURT
SAN DIEGO, €A S2111

CIVIL ENGINEERING SURVEYING LAND PLANNING

= zz/ec =
575, GO, R B —?/—ML— EARTHWORK QUANTITIES| SHEET INDEX
R.C.E. NO. 37921, S 12/31/0
EXCAVATION: 18,220 C.Y. SHEET.1 ILE SHEST
ALl 14500 CY SHEET 2 NOTES, KEY MAP, SECTIONS
DECLARATION OF RESPONSIBLE CHARGE T SHEET 3 GRADING
SHEET 4 IMPROVEMENTS, PAN AMERICAN ST.
| HEREBY DECLARE THAT | AM THE ENGINEER OF WORK FOR THIS PROJECT, THAT | HAVE EXERCISED i
OF THE PROJECT AS DEFINED IN SECTION 6703 OF THE BUSINESS SHEET 5 IMPROVEMENTS, PAN AMERICAN ST.
DESIGN IS CONSISTENT WITH CURRENT STANDARDS. WD SHEET & IMPROVEMENTS, NINA LEE STREET
| UNDERSTAND THAT THE CHECK OF THE PROJECT DRAWINGS AMD INSPECTIONS BY THE COUNTY OF IMPERIAL —&é SHEET 7 IMPROVEMENTS, ROOD ROAD
IS CONFINED TO A REVIEW ONLY AND DOES MOT RELIEVE ME, AS ENGINEER OF WORK, OF RESPONSIBILITIES FOR 7 130340816 SHEET 8 STORM DRAIN, PAN AMERICAN ST.
THE PROJECT DESIGN. SHEET 9 STORM DRAIN, SEWER, CARR ROAD
oF HALE Egﬁ%c‘gnmc SHEET 10 STORM DRAIN, CARR ROAD
i TRIPII PLAN PAN
A dar,  pew
15-14.
(858) 20 SHEET 13 STORM WATER POLLUTION
F.29.47 PREVENTION PLAN
DATE:
58003, EXP.: 6/30/2006
ENGINEER OF RECORD COUNTY APPROVED | BENCH MARK IMPER! COUNTY pPui WORKS DEPARTMENT |

LANS PREPARED UNDER THE SUPERVISION OF

BY: M\*% DATE: _&.29.07
(858) 715-1420 (/ JOHN A. HA

(856) 715-1424 FAX R.C.E. NO.:

58003 EXPIRES: __08-30-08

: USGS STATION NAME "DULL 2"

e 7-3-0 7

WILLIAM S. BRUNET, PE
DIRECTOR OF PUBLIC WORKS

TRACT 941 — UNIT NO. 2 i
LOCATION: ___NGVD29 AND CCS 83 ;
s = GRADING, STREET IMPROVEMENT, SEWER, WATER,
N-182607263, E-6827670.30 DI e e, WA 13

ELEVATION: 42.911

DATUM; _M.S.L.

GATEWAY OF THE AMERICAS (CSA)

FUE MO 1635508

DATE: 3/13/07

H.E JOB NO. 0344




— j A\t R/W R/W
T AN o
NEW STORMWATER L §
RETENTION BASIN \ | 9 52 g
7 X———X \ /) 26’ 26’
E— R RNSYY -, 15 NEW AC [ | , 15" NEW AC
} Jr | ; 12' EXIST AC | 12° EXIST AC
| o T SMHCUT—T= ) aveMEN T [ SAWCUT
URB / (95%) N
/ i - K. .) - '
‘ = = o —1 g 11" BASE PROP. 6” CURB & 24”
DN | GUTTER PER GATEWAY STD.
SD SHEET 10 | A \ N\ EAST i DETAIL NO. 400
! N\ N\ | Dzt water man 'GD\
4 \ \ PAN AMERICAN ST. l 12" WATER MAIN
S : ROOD ROAD
| 8" SEWER MAIN~ 18 SOUTM | & SEWER MAIN
L EXISTING 70 N M PAN AMERICAN ST.
| EASEMENT BOOK = SEE GATEWAY STD. DETAIL 440 AND THE GEOTECHNICAL
¢  PAGE 505 OR. ENGINEER'S RECOMMENDATIONS FOR STRUCTURAL SECTION
5 R/W 70’ R/W *NOTE: THE FINAL PAVEMENT SECTION IS BASED ON THE R VALUE.
— © N o . TYPICAL STREET SECTION
T = T ' : , - - PAN AMERICA STREET (STA 23+25.95 — STA 27+16.44)
St o 26" 26’ .‘ AND ROOD ROAD A
'EJ B | = ‘ NOT TO SCALE :
LOT 55 S
NG | S | o e ,, IMPROVEMENTS __ GATEWAY STD. DWG SYMBOL
Il 13! — —25"R.UE LOT 58 & | . LOT LINES
LoT 52| \ | =& | q, [—10'jP.UE o » “ EXISTING CONTOUR 1800
11" BASE| COURSE 12" COMPACTED SUBGRADE » »
: - PROP. 6” CURB & 24
1| I | r§ ID z (95%) ;g (95%) RO e PER SaTEWAT STD. Ei:zg:g \;vglgg U v
10’ P.U.E.—»‘ ‘D | 10" P.U.E.—¢ l< ‘ EAST DETAIL NO. 400 e S
fTih S \ Q , /CD EXISTING SEWER MANHOLE. . . . . - o oo O
o | ' / 12" WATER MAIN EXISTING STORM DRAIN.
- A N] 8" SEWER MAIN EXISITNG A.C. PAVEMENT
- F [ I a o © | 777772
| ‘H 12.5 | 8 PROPOSED A.C. PAVEMENT . . (SEE ROAD SECTION FOR THICKNESS)
CSA ‘
|- A VENT i ;5 SEE GATEWAY STD. DETAIL 440 AND THE GEOTECHNICAL
cor sg_ Il I | ” ENGINEER'S RECOMMENDATIONS FOR STRUCTURAL SECTION' PROPOSED GRAVEL PAVEMENT - (SEE DETAIL SHEET 10).
I << | o7 56 1 —JEMPORARY *NOTE: THE FINAL PAVEMENT SECTION IS BASED ON THE R VALUE. PROPOSED SAWCUT. .
s | [ Y e DRIVEWAY ACCESS T\
“ l | ASEMENT L NEW TEMPORARY STORMWATER TYPICAL STREET SECTION - GATEWAY STD. NO. 410
RETENTION. BASIN ~ '
| | PAN AMERICA STREET (STA 10+00 — STA 23+25.95) o
- AND NINA LEE STREET PED RAMP G—27 (TYPE ‘A’), G=32. . .GATEWAY STD. NO. 414
N o _J;AN AMERICAN | STREET _| NOT TO SCALE | \
% \ ia = et ‘ . — SEWER NOTES 6” CURB & GUTTER GATEWAY STD. NO. 400.
| S— ( CURB INLET JUNCTION BOX . . .CALTRANS STD.PLAN D-72, TYPE OL . ~
= IMP = SHEE =N [V . UNLESS OTHERWISE INDICATED HEREIN, ALL WORK SHALL BE DONE ACCORDANCE WITH: L
“IMP SHE 4 \\g\ IMP SH = D SHEET \{ 1 | AS Built b J / 3 L 9" Complete | ; ; T , V
LOT 54 =T A. THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION (SSPWC) LATEST JUNCTION BOX ATEWAY STD. NO O
GRADING N b';ﬁ,gg Inspector . 31T /0% APPROVED EDITION. : -GATEWAY.STD..NO. 300 . —
SHEET 3 ° 8BS | | Inspector v , " B, THE REGIONAL SUPPLEMENTAL AMENDMENTS TO THE STANDARD SPECIFICATIONS FOR PUBLIC
: I\ = N ‘ % WORKS CONSTRUCTION. STRAIGHT HEAD WALL. SEE COUNTY OF SD STD. DWG D—32, SHT. 12, — ‘_—_ﬂ
LOT 57 LOT 61 .\ _LOT 62 ~ |LOT 65 I Approved .2/, i-Y R C. IMPERIAL COUNTY GATEWAY CSA PROCEDURE MANUAL
AN : RCP STORM DRAIN. . SECT. Il .E.. DRAINAGE IMPROVEMENTS
o ; : W z ikl s ™ AND THE FOLLOWING SPECIAL PROVISIONS:” o SEE DETAIL SHT. 12 =6
. ’ & 1. TRENCH WIDTH SHALL BE PER GATEWAY CSA STANDARDS UNLESS COUNTY ENCROACHMENT RIP RAP. SR DEIAL ST 0L
KEY MAP Director of Public Works PERMIT ADDRESSES THIS.
PROPOSED RAW WATER MAIN. . . . . .« « o o o o

SCALE 1" = 200’

STREET IMPROVEMENT SPECIFICATIONS

ASPHALT CONCRETE — TYPE B, 3/4” MAX. SHALL CONFORM TO SECTION 39, (AR 4000)
» ASPHALT CONCRETE” OF THE CALTRANS.STANDARD SPECIFICATION, JULY 1999 EDITION.

AGGREGATE BASE — CLASS 2 AGGREGATE BASE SHALL CONFORM TO SECTION 26,
» \GGREGATE BASES” OF THE CALTRANS STANDARD SPECIFICATIONS, JULY 1999 EDITION AND THESE
SPECIFICATIONS. "

AGGREGATE FOR CLASS 2 AGGREGATE BASE SHALL BE 1 1/2” MAXIMUM OR AT OPTION

OF THE CONTRACTOR, 3/4” MAXIMUM. NO CLASS 2 AGGREGATE BASE UTILIZING RECYCLED MATERIALS
WILL BE PERMITTED IN THE GATEWAY SPA. ALL CLASS 2 AGGREGATE BASE SHALL ALSO COMPLY

Imperial County

UNDERGROUND PIPE MATERIALS

1. ALL PIPES IN ROAD‘ RIGHT—OF—WAY SHALL MEET OR EXCEED STANDARDS FOR
SCHEDULE 40 PVC WALL THICKNESS AND SDR VALUES. THIRTY INCHES (30”) MINIMUM COVER DEPTH

IS REQUIRED, EXCEPT FOR WATER LINES. WATERLINES SHALL HAVE' THIRTY SIX INCHES (36”) MINIMUM

COVER DEPTH.

2. STORM DRAIN IN ROAD RIGHT—OF—WAY SHALL BE EITHER RUBBER GASKET

REINFORCED CONCRETE PIPE (RCP) CLASS Il OR PVC SCHEDULE 40 WALL THICKNESS AND SDR
VALUE MINIMUM. CLASS IV RCP IS REQUIRED FOR APPLICATIONS WITH LESS THAN 30 INCHES
OF COVER.

3. FOR ALL GRAVITY FLOW PVC APPLICATIONS:

2 PIPE AND BEDDING CONDITIONS SHALL BE PER GATEWAY CSA STANDARDS.

3. AFTER COMPLETION OF PIPE LAYING, ALL MAIN LINE SEWERS, SERVICE LATERAL AND STRUCTURE
SHALL BE TESTED IN THE PRESENCE OF THE INSPECTOR. AIR PRESSURE TEST, PER SSPWC SECTION

306—1.4.1, AND MANDREL TEST, PER SECTION 306—1.212 SHALL BE USED UNLESS OTHERWISE

DIRECTED BY THE INSPECTOR.

FINAL ACCEPTANCE OF SEWER LINES MAY BE SUBJECT TO INTERNAL

TELEVISION INSPECTION. IT WILL BE THE PERMITTEE'S RESPONSIBILITY TO PAY FOR THE COST OF

THIS WORK.

4. THE CONSTRUCTION OF PCC SEWER MANHOLE, POURED—IN—PLACE MANHOLE BASES SHALL BE A

MONOLITHIC POUR FINISHED COMPLETE AT TIME OF POUR, UNLESS OTHERWISE APPROVED.

5. THE CONSTRUCTION OF SEWER LATERAL PER GATEWAY CSA STANDARDS SHALL NOT DISCHARGE
DIRECTLY INTO MANHOLE. A CLEANOUT SHALL BE INSTALLED APPROXIMATELY ONE FOOT OUTSIDE

THE PROPERTY LINE.
6. ALL MAINS AND LATERALS SHALL BE CONSTRUCTED WITH 60 INCH

SEWER MAIN.

MINIMUM COVER, PROVIDED
THAT THE INVERT OF THE LATERAL AT THE PROPERTY LINE IS ABOVE THE SOFFIT LINE OF THE

7. THE FINAL LOCATION AND ELEVATION OF SEWER AND WATER LATERALS SHALL BE SHOWN ON

ORIGINAL PLANS, PRIOR TO ACCEPTANCE FOR PUBLIC USE.

. CSA SPECS. STD. NO. 500.
. GATEWAY STD. NO. 100, 105.

PROPOSED WATER MAIN.
THRUST BLOCK.

GATEWAY STD. NO. 125.
. GATEWAY STD. NO.. 145. .

GATE VALVE.
6” FIRE HYDRANT.

 GATEWAY. STD. NO..115 .
GATEWAY. STD.. NO. 150 .

2” WATER SERVICE.
8” FIRE SERWVICE.

2" BLOWOFF. GATEWAY STD. NO. 140. . ..
. GATEWAY. STD. NO..135.

. CSA SPECS. / GATEWAY STD. NO.500 .

2" AIR VACUUM.

SEWER MAIN.

SEWER MANHOLE .GATEWAY .STD..NO. 204 .

WITH THE 12” DIAMETER PVC — SDR 26 MINIMUM
FOLLOWING: 18” AND GREATER DIAMETER PVC — SDR 35 MINIMUM 8. ALL DESIGN CHANGES OF SEWER MAINS SHALL BE APPROVED BY THE CSA ENGINEER AND THE
:LPFOT% PARI\IEDSSIEEEUS/‘%ER;ZANIDDIAF:EETSE%UEECSEWECR A/;PSP‘#SC(;\T('SS%) — PUBLIC WORKS DIRECTOR IN WRITING PRIOR TO ACCEPTANCE FOR PUBLIC USE. SEWER LATERAL. - GATEWAY. STD.. NO. .210 . -©®
»” _— L M.
* UNLESS OTHERWISE ACCEPTED BY APPROPRIATE WATER UTILITY AGENCY (CSA) 10. THE CONTRACTOR SHALL NOTIFY THE CSA INSPECTION DEPARTMENT 48 HOURS IN ADVANCE OF STREET NAME SIGN. _GATEWAY.STD..NO. 510 . L
PROVISIONS OF SECTION 26 OF THE STANDARD SPECIFICATIONS. : | BEGINNING OF WORK TO ARRANGE FOR INSPECTION OF PROJECT. +00
5. FOR OTHER NON CONVEYANCE PVC APPLICATIONS: 11. THE CONTRACTOR SHALL PURCHASE A PERMIT FROM THE COUNTY DEPARTMENT OF PUBLIC FINISHED GRADE ELEV F./G‘f/o‘/’
2. CLASS 2 AGGREGATE BASE MATERIAL FOR USE IN THIS PROJECT SHALL BE 4” DIAMETER PVC — SDR 18 MINIMUM WORKS AND THE CSA FOR ANY EXCAVATION OR ANY WORK WITHIN EXISTING COUNTY ’ C. 40.00
TESTED BY THE CONTRACTOR AT HIS EXPENSE PRIOR TO APPROVAL FOR USE ON THE PROJECT SITE 6” DIAMETER PVC — SDR 21 MINIMUM RIGHT—OF—WAY OR PUBLIC EASEMENT. TOP OF CURB ELEV. ’17'/06/
BY THE ENGINEER. STOCKPILE LOCATIONS SHALL ALSO BE MADE AVAILABLE TO THE ENGINEER TO 8”, 10” AND 12" DIAMETER PVC — SDR 26 MINIMUM 12. CONTRACT RECORD DRAWINGS MUST BE SUBMITTED PRIOR TO FINAL ACCEPTANCE OF THE WORK. FLOW LINE ELEV ¢ /F’\:/A‘,O/”
PERFORM HIS OWN INDEPENDENT TESTING. TESTING BY THE CONTRACTOR SHALL INCLUDE R—VALUE, 18” AND GREATER DIAMETER PVC — SDR 35 MINIMUM THEY MUST REFLECT POST CONSTRUCTION VERIFICATION OF PIPE LENGTHS AND INVERT ELEVATIONS. : \€ 40.00
SAND EQUIVALENT AND DURABILITY INDEX TESTS AS PER THE STANDARD SPECIFICATIONS. 13 THE CONTRACTOR SHALL GUARANTEE ALL WORK FOR A PERIOD OF ONE (1) YEAR AFTER THE INVERT ELEVATION. . . . . . . . . A
6. ANY APPLICATIONS FOR ANY UNDERGROUND PIPE, WHICH WILL RESULT IN LESS DATE OF ACCEPTANCE OF THE WORK BY THE CSA AND COUNTY AND SHALL (REPAIR OR REPLACE A BBREVIA TIO NS
' CONCRETE CRADLE CAPS OR SLURRY BACKFILL DEPENDING UPON CIRCUMSTANCES. APPROVAL BY DOING, THAT MAY PROVE DEFECTIVE IN WORKMANSHIP AND/OR MATERIALS WITHIN THE 1 YEAR AC  ASPHALT CONCRETE S SEWER
GRADATION, COMPACTION OR ANY OTHER REQUIREMENT IN SECTION 26 OF THE STANDARD THE COUNTY ENGINEER WILL BE REQUIRED PRIOR TO COVERING OF PIPES WITH INSUFFICIENT COVER. PERIOD FROM DATE OF ACCEPTANCE WITHOUT EXPENSE WHATSOEVER TO THE CSA AND THE COUNTY, DR DRIVEWAY SMH  SEWER MANHOLE
SPECIFICATION OR THESE SPECIAL PROVISIONS SHALL NOT BE USED AND IF ALREADY IN PLACE ORDINARY WEAR AND TEAR. UNUSUAL ABUSE OR NEGLECT EXCEPTED. F FIRE SDMH aTA%% LI%RAIN
SHALL BE REMOVED BY THE CONTRACTOR AT HIS SOLE EXPENSE. UNDER NO CIRCUMSTANCES WILL Il K. MISCELLANEOUS STANDARDS FG  FINISH GRADE :
14. THE CONTRACTOR SHALL FURNISH AND INSTALL, PER SPECIFICATIONS, THE APPROPRIATE BURIED FL  FLOW LINE SL  STREET LIGHT
ANY MATERIAL NOT MEETING THESE SPECIFICATIONS BE PERMITTED TO REMAIN IN PLACE. 1. ROADWAY LIGHTING UTILITY WARNING IDENTIFICATION TAPE AND METALLIC TRACING WIRE ABOVE ALL PUBLIC SEWER GB  GRADE BREAK SMH  SEWER MANHOLE A AAAAAAAAAA AN
. ll_rllNa?_LI Nackgl-':)&'::(ﬁl%‘zvﬁ%x'fggg R,j}gHL%‘,’g}gFBT{(N.5’&’@%5&%&‘3&@?’&2 (?ARRE: AASDE[%%ALLY REQUIRED OR  GRATE ELEVATION ~ TC ~ TOP OF CURB DIAL TWO WORKING
A. ALL DEVELOPMENTS SHALL PROVIDE STREET LIGHTING AS REQUIRED BY THE PER CSA REQUIREMENTS. IE INVERT ELEVATION  TF TOP OF FOOTING BEFORE DAYS BEFORE
COUNTY CSA AND/OR THE DIRECTOR OF PUBLIC WORKS. ADDITIONALLY ALL STREET LIGHTING ' P/L  PROPERTY LINE TP TOP OF PIPE YOU DIG YOU DIG
ELECTRICAL APPURTENANCES SHALL HAVE IMPERIAL IRRIGATION DISTRICT (D) WRITTEN APPROVALS. 15. AT ALL MANHOLES, THE MINIMUM FALL ACROSS MANHOLES SHALL BE 0.1 FT. RIGHT ANGLES R.O.W. RIGHT—OF—WAY TW  TOP OF WALL TOLL FREE 1-800-227-2600
' LARGER THAN 45 DEGREES, ALLOW 0.2 FT. OF FALL. RW  RAW WATER W WATER A PUBLIC SERVICE BY
- | | UNDERGROUND SERVICE ALERT
REVISIONS ENGINEER OF RECORD COUNTY APPROVED BENCH MARK | IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT |5
| No. | Description Approved By| Date M L E ENG ]]VEER ]NG PLANS PREPARED UNDER THE SUPERVISION OF Z [ DESCRIPTION: USGS STATION NAME "DULL 2 GATEWAY OF THE AMERICAS (CSA) 2
CIVIL ENGINEERING SURVEYING LAND PLANNING BY: | := = EATE‘ 2-3=° 7' |LocaTion: __NGvb2s AND CCs 83 GRADI-LEA(S::REE: :MP;ovgnTE'rIT ngwst WRTER
ARSI EVQR W) DATE: <2407 WILLIAM S. BRUNET, PE N-182607263, E—6827670.30 STORMDRAIN, STRIPING & SIGNAGE PLANS | 1
7910 CONVOY COURT (858) 715-1420 (/ JOHN A. HAXES DIRECTOR OF PUBLIC WORKS SECTIONS, LEGEND, KEY MAP
SAN DIEGO, CA 92111 (858) 715-1424 FAX R.C.E. NO.: 58003 EXPIRES: ___06—30-08 BY: DATE: ELEVATION: _42.911 DATUM: _M.S.L.  [OWNER/PERMITIEE: ~ P3E, LLC FILE NO.: 16555.08

DATE: 3/13/07

H.E. JOB NO. 0344
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17406
TC 5416

18+

1-8i
A PUBLIC SERVICE BY
UNDERGROUND SERVICE ALERT

NOTE: SIDEWALKS AND DRIVEWAYS TO BE PROVIDED

BY ONSITE DEVELOPMENTS.

REVISIONS

/2 HALE ENGINEERING

CIVIL ENGINEERING SURVEYING LAND PLANNING

910 CONVOY COURT (858) 715-1420
SAN DIEGO, €A S2ill (858) 7151424 FAX

==
— A : —ofF- 2
e i i B (] =
= 7 AP ===c= — ;
= = S8k - - 1 : f :
= i 33 i e e e =1 L i iE =
5 = =i 310 LF ~ A" PVC SEWER ©/0.20% 1e-c = ' == ; : :
_;ﬁ 40 —. =  ~——=— = = : 250 LF ~ 8" PVC SEWER @ 020% :
m ¥ . 3 1 e T as i=] 2 . s 1 1 T+ .= T
e : = : : + 2 : = : -
£ . =7 : == : e
SR ==—==c== s == == = == =
:20% =====C" ] : == : HEEE R~
- RE SS==5 ESESSSE_SS-=E--C "E - : |
= = G gk gl a2 S R -k =N =rs ; : - ;‘Q = = =
RE TURN === i3 F S IR 3 Bl g B alv b ol = =
RE WORIZ, T=40" ==SC= =2=== : —He e F = & I : = $3
VERT. 17=d0° = == e === mmafeema e R = 2 =] oo o : o -y
= = PROPOSED RIGHT Top OF Cuts = OFILE SCALES : == : : :
10+00 11+00 12400 13400 / 18+00 19400
CENTERLINE DATA =
DELTA, G. | RADIUS | LENGTH | REMARK (
N 8929'07" E 500.00° 2
f NINA LEE ROAD ( -'cistg's. |
CURB o 2310000 SEE SHEET 6 . ( EASEMENGTI
2 k2 iy
] DELTA/BRG. | RADIUS | LENGTH| REMARK g pecidin JE \_:— “
(1] N _00'52'04" w 30.62' |67, STD. 400 @ I 4
B9 38497 35.00" 54.76" | 6", STD. 400 il = |
N B929'07" E B39.37 |8", STD. 400 (T o) = \
30°4520° | 49.00° | 26.30 |6, SID. 400 i LOT 56 -8
151°09'22" 79.00' | 208.42" | 6", STD. 400 A 74 BIAEA] 0%3 : g
304513 | 49.00 | 26.30 |6, STD. 400 N ¢ f A'b ROVIDE CURE DEPRESSION ( 1]
N _B3'29°07" E 799.77" [ 6", STD. 400 N I (t Gy [ bR Eﬂ%ﬁ*ﬁ%’?ﬂi ) /H g \ ’/R.o,w. ZI.O
1 70 ==Y I
3 77 L
WATER DATA Lat s i o e T el = i ¥ % M= OE
DELTA, RADIUS| LENGTH| REMARK f00  0.20% 2 J2+00 T ~{ 18400 = 19{2%
N 05204 W 8235 | 12" PVC A s e e 3 2 : 7§ 5 e s s 3] s
N so507 £ T ssaar| 17 e R S | AMERICAN STREET A =P
& RAW WATER, SOR-
10400 PAN AMERICA ST.= e SOf 1o LW
2449724 NINA LEE ST, (SEE_SHEET 3) N i =0
§ SWK PROVIEE cu apont -1
SEWER DATA LOT 54 e R S OERREssion ROM, === —=REW-——RaOE—— R RAV=——RA¥——FaV == RV RAV=—"FA¥ e, E
" (3 - <
O oeTAZeRc. TrAUST LENG] REWARK | i s g :g D og | B 17 RAw R, soe-3s 2 (“fc LoT 61 |y £
. ; 5 " o
[@ [n 892907 310,00 | 8 PVC &% LOT 57 b 2 b <3 i g L -z <8
N 89°29'07" 340.00' " PVC &l o = S i iR o n o ifieg
% [N 892507 250,000 B PVC S % 4 ? g I8 el g |4 g 7’:,0, Complet o
- o g 1 1=
9 it s E i
i - SEE VENT AND FLUSH ol FOR STREET LIGHT PLAN o & |e l .
= VALVE DETAIL SHT. 3 b %
IE, 29.4
12" RAW WTR e
Dire@d of Public Works
| PAN AMERICAN STREET —
£ L i a0

SCALE 1" = 40

ENGINEER OF RECORD

COUNTY APPROVED

IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT

I—BE
DESCRIPTION:

PLANS PREPARED UNDER THE SUPERVISION OF USGS STATION NAME "DULL 27

GATEWAY OF THE AMERICAS (CSA)
TRACT 941 — UNIT NO. 2

LOCATION:
N=182607263, E-6B2

Mm'?" 7-¢7
PE

BY: | paTE: 4-29-07

N A. HAYES{ P.E.

DIRECTOR OF PUBLIC WORKS

STREET IMPROVEMENT, WATER, AND SEWER
PAN AMERICAN ROAD

DATE: 3/13/07

HE. J0OB NO. 0344

R.C.E. NO.: 58003 EXPIRES: __06—30-08

|G T PO, L Iluin_-lm
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SCALE: 1" = 40

- A /
o= x 2
! II' -

A 20+34.22

¥

STA. 22+45.59

26+00 27+00

28+00

33, /U

29+00
RS

[
ey

n\#"a
10'

20400, 6" S. LAT~

DIC

YOou DIG

TOLL FREE

UNDERGROUND SERWICE ALERT

[(GAL

T

WO WORKIN
DAYS BEFORE

PUE

NOTE: SIDEWALKS AND DRIVEWAYS TO BE PROVIDED
BY ONSITE DEVELOPMENTS.

-
A,

oot

A ST.

4 PAN

25494, 67 ST LAT..

=]

7
-

RAW WATER PIPE . 48" MH
AND 12" WATERMAN SLIDE
GATES (SCRE
SEE DETAIL D2
SHEET 12

/ 4B+ T4

SEE WATER

CROSSING DE

z CONNECT TO EXIST 12" PVC

MERICAN STREET

g
G

BEGIN TAPE

145" CSA EASEMENT

2 REMAINDER
< =
& LOT
2. & E
il ® |
= = | |
: 34.03 = |
Pi <E ) | e-rae per CENTERLINE DATA
< : L | =l | BT DELT RADIUS | LENGTH | REMARK
E§ LOT 6 = — — v T _8_N 89°29°07" E 437.94°
PROVIDE TORB DEPRESSION = . RE — ) (2 |N 892907 E 537.06'
FOR FUTURE PED RAMP (TYP) 3 338 =
sfa. 23+98.97 ] AS——
= : FOR
L 2 CLATHESS ToPanant
= TWITIE(|| T SAWCUT (VP 3 10 e
¥ ;
_ BT SR e
AR AP S £/ 2741644 TO 32+86.4
s s - — [ WATER DATA
577 i 1 % i <> | DELTA/BRG.[RADIUS [LENGTH IARK
\'E l_ T N 89'29'07" E 382.83 12" SL.c=35 PVC
) L L = N 680053 W 2610 [12°_SDR—35 PVC
== RE% ,_:%-Ij i il N 892907 12.00 [12°_SDR—35 PVC
Za & Q o N B929°07" 387.92 12" SDR—35 PVC
5 g o | N 892907 15.00' [12°_SDR—35 PVC
. A 0T 65 « g - RS CORCORAN) N 892907 403.26'[12°_SDR-35 PVC
23 . 0 STA 32+486.45 = N RSS9 0T 10.00°[12°_SDR—35 PVC
ol o 944851 (CORCORAN)
2 &
o~

'AS Built _- 7/5/0'! C
Inspector 3112107

CURB SEWER DATA soweoreg, 1L 2 [O7
RADIUS | LENGTH| _REMARK TA "RADIUS | LENGTH | REMARK Wk
376.97 | 6 SID. 400 N B92007.E| —- | 107.84' | 8" P.V.C. L2
3500 | 54.96' | 6° STD. 400 N 892007 E| -- | 242.06 | 8 PV.C. E . ok
35.00 | 55.00 | 6° SID. 400 N 892907 — | 107.45 | & PG 2] ?‘;m "Cif"ng*“
—— | 317.48 | 6~ STD. 400 N 892907° E| —— | 372.07| 8" P.V.C.
—— | 816.44 | 6~ STD. 400 N 892007 E| —— | 20.00:| 8 RV.G. 10 0 0 80 120

SCALE 1" = 40°

REVISIONS

Description

/20 HALE ENGINEERING

CIVIL ENGINEERING SURVEYING LAND PLANNING

T8I0 CONVOY COURT
SAN DIRGO, €A S2iii

BY:
1 )JOHN A, HAYESSP.E

RCE. MO 58003 EXPIRES: _08-30-08

ENGINEER OF RECORD

COUNTY APPROVED

BENCH MARK

PLANS PREPARED UNDER THE SUPERVISION OF

patE: &4.29.077

WILLIAM S. BRUNET, P
DIRECTOR OF PUBLIC WORKS

Wllod Bt 7-3-2>

IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT

DESCRIPTION: USGS STATION NAME “DL 2"

GATEWAY OF THE AMERICAS (CSA)
TRACT 941 — UNIT NO. 2

NGVD29 AND CCS 83

N-182607263, E-6827670.30

ELEVATION: _42.911 DATUM: _M.S.L

[T pay
1

STREET IMPROVEMENT, WATER, AND SEWER
PAN AMERICAN STREET

DATE: 3/13/07

H.E. JOB NO. 0344

|m: W 1655508
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24:+92.24 MH, 61000 LT L HE
FRiM 35,90

RPN,
HA
YOU DIG.

TOLL FREE

A PUBLIC_ SERVICE B
UNDERGROUND SERVICE ALERT

NOTE: FUTURE SIDEWALKS AND DRIVEWAYS TO BE PROVIDED
BY ONSITE DEVELOPMENTS.

0 WORKING

o DAYS BEFORE
ou_Di

T—o0ge 22 /- 2600

Director of Public Works

Imperial County

£
; 4w
=25
o20% —
= —=
oE Sy
= Ll
=5
&
[
; =
ROPOSED RIGH =
PROFILE SCALES
CHORIZ. 1°=40"
__VERT. i1'ﬁ-4f : : I : =
0 21400 24400 25400
SCALE: 1" = 40"
=z
CENTERLINE DATA
e DELTA/BRG. | RADIUS ™ R
si3 N 0'52'04" W 918.76"
3
b 5 X, I
- I:I] 8> N g CURB
3; + = gq- TA RADIUS | LENGTH_REMARK
N 200 50.01 |67, STD. 400
5 % NE N 05204 W §42.00 |67, STD. 400
0 W N 01603 50.01 |6, SID. 400
E ‘JI Z% N 05204 W 842.00° |6, STD. 400
. =
w 2 '9 < " J%Lu
<< : 1 R
BES /N 6 ¢ =74 /W“E%' WATER DATA
= =) i i o7 G LOT 53 FUTURE PED RaMP—~' S| . = DELTA RADIUS TH | REMARK
i 3 1€ \a 8% 2 s W 05204" W B887.00 [12° PVC
EE: Bow [~k g A
5 FOR STREET LIGHT PLAN § 2 2 B ® S 3 o :
= SR |gs 2 = o
| 2 o 3l g X ) bt SEWER DATA
: (@] LEN
N g‘;ﬂ‘- W frpns 192?51;1 R?‘PR\:: -
. oroe T
aspae2/3007  compite| [ B\ G0 o s
NINA LEE ROAD tnpectr_3/12/ ©7
App y
-1/ 0 = 0 40 80

SCALE 1" = 40

REVISIONS

Description

/2 HALE ENGINEERING

CIVIL ENGINEERING SURVEYING LAND FLANNING

R.C.E. NO.:___ 58003

ENGINEER OF RECORD

COUNTY APPROVED

PLANS PREPARED UNDER THE SUPERVISION OF

JOHN A, YES

77/ 4

oate:_4-24.07

EXPIRES: __08-30-08

WILLIAM S. BRUNET, P
DIRECTOR OF PUBLIC WORKS

DATE: 7""’
E

DESCRIPTION:

IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT

BENCH _ MARK
1 AM

LOCATION: ___NGVD29 AND CCS 83
N—182607263, E-6827670.30

GATEWAY OF THE AMERICAS (CSA)
TRACT 941 — UNIT NO. 2

ELEVATION: 42.911

STREET IMPROVEMENT PLANS, WATER, AND SEWER
NINA LEE ROAD

DATE: 3/13/07

H.E. JOB NO. 0344

N FERMTIEL. POE, LLC imm.wm




3! by Do e = =
N - WYY _ =
e z ] o a’" e | 2 = s L A4 o
e ."C!E b] ; T ana E: % 2 il -’\_ . o C\:: e o L g6 ! e
e |G x |y ' (8 e o B 9 3 3 By - 32 o I Bz =
= 8L 8 S EL) ~ 3 S5 3 4"“' ’ ] o SRt §§ il ROP.8" SEWER +
= = 3 s = ( e " ol | D - i . L A3 )
g; ) } Sl @ ] \ EF = x = 2 ~Yy zl'f- 3 @ - " ) }F ot - i :
N CE22 i C = 518 N s @ 3 2 x ( e .
e = = 5 YEEN xP o A a=7 * Lgpm & & Cals<.m bl e EW 12" RAW WATER
3 zh A B 2 m o Lof @ Lﬁ{ | o one wE N " Lole J ¢ : ,G%K - ? it .
~— 5 0= FD *hu- e 8 2 ] w3 _53 gl= | oI Ss ) 3 i3 < % $ S e N j{#_ LOT 65
'.At a : 3 L ils &;: \ é'ﬁ S i - i -i }L’Eiﬁ < Ci g;‘é S 4 ¥
=5 o™, R.OW. { Z|tn A L / o { =< ! ] R.OW. - N o
F O.W. W = il e
= G §I / @ © } \ 613 & I L =l C 5 4 3 { & ! N o ®4?+1:2.46 SMH, 6.00 LTS
- ~ 5 ™, ™
= =R O o l ) e | = L ) T 2 X X N\ g I
=1 : =T T 5 A E % 5 = TR AMERICAN ST.=
T i) s — s ] ; il z ; \ 46+94 ROAD
—_— b e i o L1
3 ; \ SN 3 \ d ~
S 3 : AR Ss N | o
= N ‘ A i
> — i v = Y ] IE :
Ay L — i .
E - — = S——— T ?r's: : 15 o T o _ | % m
w _ B = i e e e E == s L . L e =
= = 7] = = A &) (S { o = P =
w i~ £ £ c et 1 E s = ) . = = b - i Not)
(7 I ™ Gl = o @ T = 2 j =l = 4 > & o g (C Z IST. 12" BAW WATER 2l e Qein 2 | | A g *m
;& < 4 2 8 e o8 g s g 8 =% 3 | J ﬁ(&‘ 2 > E o oiﬁ;t’gg 2 & el P i
b = " = = = I = gy ot - L] . ElE 48" CONC.
x™ 2olER el e < LOT =%8 g égg & 3 C 3l s 3 i\ WE2 s e B LOT* 59 HEE & 5 STANDPIPE W/12°
T 1|+ ] N G 1| 7% ) E go 3
RPN o B s (e LRl Be s gaowE g perpesan;
<] R ) ) (L A =T ) (fAEPIESe ) O i © Wy £ :E 1ID DWG 4014548
8w 3 s A a7 < e 2 " g P 5|;z' o 'm|“|FOR STREET LIGHT PLAN »
S . - o s it 200 N P ™ #7 ZUH o~ =
8l 7 o5 5 sl 5 . g
T s s
Ay - OOD ROAD e
CURB SEMEN DATA 5
gttt TN O | DELTA/BRG. [RADIUS | LENGTH| REMARK | 2
AR AR e TR iTREN
b TN WO NOTE: FUTURE SIDEWALKS AND DRIVEWAYS TO BE PROVIDED CENTERLINE DATA [T N 0137'36" w 50.00' |6", STD. 400 % R e lehan. EE i
SErnE "BY ONSITE DEVELOPMENTS. T RADWS | LENGTH | REMARK H2l In oo2s’on” 53250164 1510...400 @ [N 002901" W 248.40'| 8" PVC e
TOLL FREE Ty N 002901 W 996.00 N 00°3944" 50.01" |6", 51D, 400 [T e L =
NDEREUBLIC SERVICE BY N 0029701 883.50 |6, STD. 400 SCALE As Y0
o — —. i
e REVISIONS — e ég’GIUNN%EEz ?Hl-; EECORD COUNTY APPROVED BENCH MARK . | IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT = b
= fetion Apieved PLAN : USGS STATION NAME "DULL 2" :
2 HALE ENGINEERING FERVISION O, DESCRIPTION: TIOH. 1AM GATEWAY OF THE AMERICAS (CSA) s
: = =
o M‘m 7= =02 5 TR TRACT 941 — UNIT NO. 2 @
BY: _8!&;&[&9&\ pate: 9- 2907 WILLIAM 5. BRUNET, PE N—182607263, E-6827670.30 STREET IMPROVEMENT PLANS, WATER, AND SEWER | { 8
7910 CONVOY COURT (858) 715-1420 JOHN A, HAYES DIRECTOR OF PUBLIC WORKS ROOD ROAD ¥
SAN DIEGO, CA 82111 (858) 715-1424 FAX RCE. NO.:__5BO03 EXPIRES: __0€-30-08 ELEVATION: _42.911 DATUM: _M.S.L.  [oReromiTiE: —PaE, i [ wo- vesssos T




MER

Ou_DIG
TOLL FREE =800
A PUBLIC SERVICE BY
UNDERGROUND SERVICE ALERT

ST,

25+00

26+0
IR=29 Y .
I/-E%mm&: ?
n
= REMAINDER -
3311-3 LOT E |
- -
STA $8+79.0 @
38 %8Rs so.  SEE SHEET 7 *
PN D=72. 0L ROOD ROAD flnsrgluo. ésmgc P RA’P‘(.) )
i 23.04
(5 g 3 5?3 8 iy PER DEDAL © SHEET 12 [N]
- o FE METHOD 'A’ PLACEMENT
2 A "A\.R.zg . 53,72
-~ i 28+18.29. HER ST
%3 32 SEE Eﬁl;L %@ 12
- W W R— W | - — 294 00— \«_4 W ﬁ = w—
- == %05 1879, 20 Ly, TS—PAN AMERICAN T. CL ;
\ : s ——l/ CEA 'l]émqun'lonn i %384 %ag 3375
_ 1|5 : = “( i3 ]
M e e S
=RAV—— RAVT—
= 2K T
© ! REMAINDER ™" 77 LOT D
40 { AS Built ”W3/ow
: 3/
STORM DRAIN e g ’iwﬂg‘:i
. ) Director of Public Works
40 0 40

REVISIONS

7810 CONVOY COURT
SAN DIRGO, C4 8211t

-~ HJALE ENGINEERING

CIVIL ENGINEERING SURVEYING  LAND PLANNING

(858) 715-1420
(856) 715-1424 FiX

SCALE 1" = 40"

OF RECORD

COUNTY APPROVED

UNDER THE SUPERVISION OF

DATE: @ 2907

A m%. PE.
- —

EXPIRES: _ 0€-30-08

M-‘Lém‘%?w?

AM S. BRUNET,

WILLI RUNET, PE
DIRECTOR OF PUBLIC WORKS

Im= BENCH _MARK

IMPERIAL COUNTY PUBLIC WORKS DEPARTMENT |

GATEWAY OF THE AMERICAS (CSA) 8
TRACT 941 — UNIT NO. 2 o

LOCATION:
N1 7, - 70.30

DATUM: _M.SL.__

|ELEVATION: _42.911

STORM DRAIN
PAN AMERICAN STREET | 13
P3E, UC FILE MO 18354.08

DATE: 3/13/07

HE JOB NO. 0344




43445 : Sasm == P : : =E===== = = 43445 : : : : == ==EnE = i : ZEEE= = : : :
p(3o-p)eozX e e e e e — CieaH S e Es SRR e e S e e e e e RS
Bo=rmoEE =il i e = 100 = 17, = == B 3! ===
= 437 FPS == == : = : : VI00 = 3.35 FPS. = === =—cc=——rore=ua ===— = ——vibo=BstrPs

11+00
Z

30+00 ElrEE BELOW

SCALE: 17 = 40

R.O.W.-\

20" 48" S.0. STUB
12400
s —— 5

2 sE

- WER
(FUTURE)

iE

T
< o — —
L * z
i 31.43
i 31.41

JUNCTION BOX

RO EY R 32.48 /SEE ABOI i‘({E
, ) s O
il o 32.84 227 ki / 0 s ol l 2 s
T I E] = G - T AT 17 32 T i _— s
= : —5 LTI | o & " x I.U_ ) fml : m— 2
g = B0 = M —— !
- ‘- = - -—E_ T 0o €13 Concrate D -+ B . s
3+ g, — D LT. G MH "
- yr Ly -
Er I : i
p G 0.2 3
#_lf NS OT Ve NE TR k oo i o CARR " JUKCTION BOX 38420,08, 18.0 : assan 23007 ¢

é.. N nspector_3/12 )@
18] Ny /e, a7

Director of Public Works
[”1% STORM DRAIN DATA SEWER DATA il o
[ DELTA LENGTH DELTA, RADIUS | LENGTH | REMARK
3748 353.03 | 8" PVC
IV RS el e STORM DRAIN AND SEWER Slem ol g
G £ SRR E N BI'3748" 334.45 | 36" RCP_(1350-D : 40 0 40 80 120
BEFORE DAYS BEFORE N BU3T48" 83.70" | 36" RCP (1350-D ——_q
YOU DIG roy Dig, '[&] [N 002901 27217 | 48" RCP (1350-D S A
TOEL-FREE . igie w0 aer maion (5] [N 02901 w 20.00° | 48" RCP (1350-D SCALE 17 = 40
. N::S\%:)C:s : ENGINEER_OF RECORD COUNTY_APPROVED I__ BENCH MARK  [IMPERIAL COUNTYPUBLIC WORKS DEPARTMENT 99'“
PLANS PREPARED UNDER THE SUPERWISION OF DESCRIPTION: USGS STATION NAME DULL 2° GATEWAY OF THE AMERICAS (CSA)
No. | Description Approved By| Date ; 3
HALE ENGINEERING W Wi, . 7-3-0) |somw ormms TRACT 941 — UNIT NO. 2 =
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JOB NO, 0344

H.E.
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1

2)

3
4]
8]
€]
0]
E] SHALL BE MOUNTED ON:

5)

n

2)

3)

P

5)

6)

7
8)

DEPARTMENT

TRAFFIC SIGNING NOTES -

SIGMING SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL'BE SUBJECT TO THE COUNTY OF IMPERIAL PUBLIC WORKS
DEPARTMENT APPROVAL. ALL SIGNS SHALL CONFORM TO THE CALTRANS TRAFFIC MANUAL
See .

SIGN POSTS

Al SHALL BE FOUR INCH (4" X_U{%JIO.T CM X 10.2 CM) TREATED UNPMTEDJ WOOD®, TWO AND SEVEN-EIGHTHS INCHE?'EE?) 7/8%) (7.3CM)

(0D) ALUMINUM OR STEEL

SHALL HAVE A SEVEN FEET
{1.83M) FOR TWO SIGN M

B]

<]

SUFFICIENT HORIZONTAL
0] SHALL
POST HOLE CONCRETE
(207) (50.8 CM) OF SAND}

3]

MINUM POSTS SHALL BE

D VERTICAL CLEARANCES ARE AVAILABLE).|

BE ANCHORED IN UNDISTURBED SOIL A MINIMUM OF 24 INCHES 24'%}{51 CM
IF IN SIDEWALK AREA, BACKFILL SHALL BE FOUR INCHES (4

LOCATED IN THE MEDIAN SHALL BE SET IN AN EIGHT INCHES BY TWENTY-FOUR

SLEEVE AND BACKFILLED WITH SAND TO THE TOP OF THE SLEEVE:

f]
6]
H]

SHALL BE NEW (OLD POSTS ARE PROHIBITED ON MEW SIGN INSTALLATIONS);
SHALL BE REJECTED IF BENT, DAMAGED, OR SPLINTERED;

IﬁOCul'J'JuONB?TSHELL BE MARKED BY CONTRACTOR AND APPROVED BY THE PUBLIC WORKS DIRECTOR OR HIS ASSIGNEE PRIOR TO FINAL

*WOOD POSTS USED FOR CLASS | OR Il BARRICADES SHALL BE PAINTED WHITE.

SIGNS

SHALL BE .OBOW 3M HIGH INTENSITY;
SHALL HAVE A MINIMUM OF TWELVE INCHES (12") (30.5 CM) HORIZONTAL CLEARANCE BEHIND THE .CURB FACE:

THIRTY=SIX INCHES (367) (91.4 CM) WIDE SHALL BE STRAPPED ON THE BACK OF THE SIGN WITH SiGN STRAP HARDWARE:
LARGER THAN FORTY-EIGHT INCHES (48") (121.9 CM) WIDE SHALL BE SET ON TWO POSTS:

SIGNS

ANNEL (RECTANGULAR OR TUBULAR STEEL DESIGN WITH HOLE NOTCHES ARE PROMIBI
GJNLHTP?Gg]M) VERTICAL CLEARANCE ABOVESFINISH,GRADE FOR ONE SIGN MOUNTING OR SIX FEET (6"
3 |

{ -
SHALL HAVE A MAXIMUM OF TWO SIGNS LSM‘I'H DIFFERENT NEﬂNING% ON EACH SIDE (MAXIMUM NUMBER OF SIGNS ON BOTH SIDES
SHALL NOT EXCEED FOUP;JN WOOD OR ALl SED IF

INSTALLED ON BOTH SIDES (PROVIDED

BELOW FINISHED GRADE AND BACKFILLED WTH
{10.2 CM) OF CONCRETE ABOVE TWENTY INCHES

INCHES (8" X 24”) (20.3 CM X 61 CM) DEEP PVC

LOT

1] NEW OR EXISTING STREET LIGHT STANDARDS SHALL USE A THREE—FOURTHS INCH
(3/4") (1.1 CM) “BAND IT° STEEL STRAPPING WITH FASTENERS;

2] WODD POSTS SHALL USE THREE-EIGHTHS INCH BY THREE INC!:BP 8" X 37) (0.95 CM X
7.62 CM) LAG BOLTS AND WASHERS (NAILS ARE NOT ACCEPT, 3

3] ALUMINUM POSTS
POST CAPS Fi

CM) CROSS SADDLE FOR TWO SIGNS:

4] STEEL U CHANNEL POSTS SHALL USE THREE-EIGHTHS INCH BY ONE AND ONE HALF
INCH (3/8" X | %") CARRIAGE BOLTS, NUTS, AND WASHERS,

_TRAFFIC STRIPING NOTES

SHALL USE TWD AND SEVEN-EIGHTHS INCHES (2 7{5'
OR SINGLE SIGNS AND TWO AND SEVEN-EIGHTHS INCHES (

4)  THE CONTRACTOR SHALL NOTIFY THE COUNTY OF IMPERIAL PUBLIC WORKS
UPON COMPLETION OF SIGMING,

EXISTING SIGNS SHALL BE SALVAGED AND DELIVERED TO THE PUBLIC WORKS
DEPARTMENT.

ALL STRIPING AND PAVEMENT MARKINGS SHALL BE THE RESPONSIBILITY OF THE

CONTRACTOR AND SHALL CONFORM TO SECTIONS B4 AND 85 OF THE LATEST EDITION OF
THE CALTRANS STANDARD SPECIFICATIONS AND THE APPROPRIATE DETAILS IN THE

CALTRANS TRAFFIC MANUAL.

(73,04
/87) (7.3

52

13+00 \

} \g«‘on

16+00

18+00

N

17+00

—-REMOVE EXISTING C-19 & C—-29 SIGN

[~ REMOVE EXISTING C—13 SIGN

-MATCH EXISTING

SEE TRACT 941—UNIT

REMOVE EXISTING C-19 & C-29 SIGN\

35400

MATCH EXISTING
SEE _TRA -

REMOVE EXISTING C-13 &GN\

NO. 1

1 5+%‘\\

ﬁ/FOR ALL FIRE HYDRANTS

SHEET 18

INSTALL BLUE REFLECTOR
2" RIGHT OF C.L,

LOT 55

|—4" SINGLE YELLOW DASHED
CENTERLINE, PER CALTRANS

32500 \ 36+00

38400

LOT 58

s

<
39+00

INSTALL BLUE REFLECTOR

FOR ALL FIRE HYDRANTS

2" RIGHT OF C.L.
(EXIST'G)

LOT 63

30400

STD. PLAN A20A DETAIL 1

INSTALL BLUE REFLECTOR
| ~FOR ALL FIRE HYDRANTS
2" RIGHT OF C.L

BLUE REFLECTOR

FAR ALL DETAILS OR REFERENCES TO DETAILS SHOWN HEREON, REFER TO THE LATEST
EDITION OF THE CALTRANS STANDARD PLANS AZ0A — AZ200 AND AZ4A —AZ4E,

ALL LEGEND STENCILS SHALL MATCH THE "HAWKINS® STENCIL STANDARDS AS
CURRENTLY USED BY THE COUNTY OF IMPERIAL PUBLIC WORKS DEPARTMENT, THESE

STENCILS SHALL INCLUDE, BUT NOT BE LMITED TO THE FOLLOWING: “STOP", “TURN
ARROWS", "SPEEDS", "BIKE LANE", “SCHOOL

WITH A SEVENTEEN FOOT (17') LONG GAP CONFIGURATION FOR ALL APPLICATION!
(INCLUDING “"NO PASSING ZONES®, "TWO-WAY LEFT TURN LANES", "CENTERLINES", AND
LANE LINES — MULTILANE ROADWAYS™).

STRIPING ALIGNMENT AND LAYOUT, INCLUDING "CAT™ TRACKING, SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR AND IS SUBJECT TO THE COUNTY OF IMPERIAL

PUBLIC WORKS DEPARTMENT APPROVAL

LOT

", " R X R". "SIGNAL AHEAD", AND "STOP AHEAD".

SKIP LINES SHALL BE SEVEN FEET (7} (2.13 M) LONG AND FOUR INCHES (47) (10.2 CM) WIDE
s

FIRE_HYDRANTS
OF CL. ™~

53

22+00

LOT 56

INSTALL STREET MNAME SIGN
PER GATEWAY STD DWG 510

4" SINGLE YELLOW DASHED —| 1
CENTERLINE, PER CALTRANS
STD. PLAN A20A DETAIL 1

41400

NO. 1

SCALE: 17 = 100"

INSTALL BLUE REFLECTOR}]
FOR ALL FIRE HYDRANTS
2" RIGHT OF C.L.

__ROAD\_/
42400

LOT 59 1

NOTE: |

ALL STREET SIGNS AND POST SHALL BE PER GATEWAY STD. 510

43+00

LOT 64

44400

INSTALL BLUE REFLECTOR._|
FOR ALL FIRE HYDRANTS M
2" RIGHT OF C.L. I

i

PAVEMENT MARKINGS FER |
CALTRANS STD. PLAN AZ4D™
"STOP" TO BE PLACED &
BEHIND LIMIT LINE

45+00

|| —12" soUD WHITE LIMIT
] LINE PER CALTRANS
\( STO- PLAN AZ4E

INSTALL R=1 SIGN—
“ST0P"

45+00

INSTALL STREET NAME SIGN

4" SINGLE YELLOW DASHED
CENTERLINE, PER CALTRANS
5TD. PLAN A20A DETAIL 1

570° TRANSITION
TO EXIST AC PAVEMENT
SEE SHEET 3 AND 5

LOT E
(REMAINDER)

PER GATEWAY STD DWG 510

2

LOT

PAINT SHALL BE APPLIED UNDER SUITABLE WEATHER CONDITIONS A PER THE PAINT
MANUFACTURERS LABEL RECOMMENDATIONS FOR PAVEMENT AND AMBIENT
TEMPERATURE REQUIREMENTS. PAINT SHALL NOT BE APPLIED IF RAIN IS FORECASTED

WTHIN 24 HOURS.

THINNING OF PAINT WILL NOT BE ALLOWED.

SECTION 84-3.02 MATERIALS™ OF THE LATEST EDITION OF THE CALTRANS SPECIFICATIONS IS

AMENDED TO READ AS FOLLOWS:

PAINT FOR TRAFFIC STRIPES SHALL CONFORM TO THE FOLLOWNG CALTRANS

SPECIFICATIONS:

RAPID DRY WATERBORNE, WHITE AND YELLOW B010-42L-30 OR 8010-61

(VOLATILE ORGANIC COMPOUND) AND LEAD BASED PAINTS ARE PROHIBITED]

GLASS BEADS SHALL CONFCRM TO CALTRANS STANDARD SPECIFICATION NO. 8010-51J-22

(TYPE | MOISTURE PROOF).

GLASS BEADS SHALL BE APPLIED WHEN STRIPING TRAFFIC LINES OR PAINTING LEGENDS.

G-10 [LOW vOC

=
= \msmu BLUE ReFLECTOR}

-

OR ALL FIRE

F HYDRANTS
2" RIGHT OF C.L.

LOT 57

10) RAISED PAVEMENT MARKERS (RPMS) SHALL BE CERAMIC OR ABS (ACRYILONITRILE —
BUTADIENE — STYRENE ) PLASTIC. APPROVED RPM TYPES ARE AS FOLLOWS:

A] TYPE A AND AY CERAMIC — FOUR INCH (4) (10.2 CM) DIAMETER

B] 1 — OR 2 — WAY REFLECTIVE ABS — FOUR INCHES BY FOUR INCHES (4" X 47) (10.2CM X 10.2 CM)
SOUARE.

MINIMUM THICKNESS FOR BITUMEN OR EPOXY SHALL BE 15 MILLS.

RPMS SHALL BE FIXED WTH MACHINE APPLIED HOT BITUMEN OR STANDARD SET EPOXY

(PART A AND B).
1)

THE CONTRACTOR SHALL REMOVE ALL CONFUCTING PAINTED LINES, MARKINGS AND

PAVEMENT LEGENDS BY SANDBLASTING. SANDBLASTING DEBRIS SHALL BE REMOVED BY

DESIGNATED UNES TO BE REMOVED IS PROHIBITED.

THE END OF EACH WORKING DAY. APPLICATION OF ASPHALTIC COATING TO COVER

TNSTALL BLUE REFLECTUR.” FOR ALL FIRE HYrD;LA(Fi‘%(
Epaméhlf (F)erECTDﬁmTS 2" RIGHT OF C.L. oY A THROUH STREET |

"NOT A THROUGH STREET
20 FT

LOT

60 LOT &1

LOT 62 LOT 85

STRIPING AND SIGNAGE

570° TRANSITION '-/

TO EXIST AC PAVEMENT
SEE SHEET 3 AND 5

CPROVIDE SIX (6)
FLEXIBLE POST

100" 0.C. PER
LOT D CALTRANS STD.

(REMAINDER)

NOTE:

MATCH ALL EXISTING IMPROVEMENTS WITHIN COUNTY RIGHT-OF-WAY AS PER P

AS Built _ 1’3/9‘1 Compl

31 /oy

GATEWAY OF THE AMERICAS IMPROVEMENT PLANS FOR TRACT 941 UNIT NO. 1.

VR B

INFORMATION REGARDING TRAFFIC PAINT AND GLASS BEADS MAY BE OBTAINED FROM Director of Public W
e ;:.umms[ EN?NEERING SERVICE CENTER, 5900 FOLSUM BLVD. SACRAMENTO, CA 12) ﬁg"&"‘ég;‘;&%“&uwwsﬂpﬁg COUNTY OF IMPERIAL PUBLIC WORKS DEPARTMENT Imperial County ok
-4512; (916) 227-7000. ;
13) THERMOPLASTIC STRIPING OR PAVEMENT LEGENDS SHALL NOT BE USED.
9) AL STRIPING SHALL INCLUDE RAISED PAVEMENT MARKERS (RPMS) PER THE APPROPRIATE ) 100 e i 200 o
CALTRANS TRAFFIC MANUAL DETAILS. 14) BLUE MARKERS SHALL BE INSTALLED ON ROAD CENTERLINE TO INDICATE PROPOSED FIRE HYDRANT. ey T —
SCALE 1" = 100"
REVISIONS ENGINEER OF RECORD COUNTY APPROVED | BENCH  MARK IMPERIAL COUNTY PUBLIC WORKS ARTMENT |55
e R e i H A LE, ENG [NEER]NG PLANS PREPARED UNDER THE SUPERVISION OF DESCRIPTION: USGS STATION NAME DULL 21" GATEWAY OF THE AMERICAS (CSA) 11
y/ A R o ) T TRACT 941 — UNIT NO. 2 i
A PG LARD FLUIDONG ay: Pl % oate: _4-24.07 WILLIAM S, BRUNET, PE _N-182607263, E-6827670.30 STRIPING AND SIGNAGE 13
7910 CONVOY COURT (856) 715-1420 7 domn A, 5 DIRECTOR OF PUBLIC WORKS NINA LEE ST, PAN AMERICAN ST, ROOD RD
SAN DIEGO, CA 921t (858) 7IS-142¢ FAX R.C.E. NO.:__ 58003 EXPIRES: __08-30-08 [ELEVATION: 42.911 DATUM: _M.S.L.  [SEPORITEE " PIE TE [ wo 1esss.ce
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|— D/2 (1" min)

1? Fipe
| I = See Orowing D=61
ﬁl -
i o °
1 +
-«
Ir— . _'Jl DEPTH VARIES
Kard (18" MIN.)
DOUBLE PIPE SECTION A—A
ELEVATION
A--—|
| A AN LA NN
W |70 | 17-0 | ¢-0 | 4-C | 45 |5-8] &
= = 5 [ 70 | T-r | 43 [5-0 [ 8 [7-1 |8
B =d = | B3 56 | LI
w7 VR - T ]
30 [ 76 | 19 | 6-0 [ 10-0| 201 | W-7| 3%
| L | ¥ 5-0 | 2-0 | 7-0" | 12'-0°] 174 T-07] 505
A-—l
SINGLE PIPE
ELEVATION

NOTES

1. Concrete sholl be 560-C-3250.
2. Exposed corners shall be chomfered 3/4”.

COMPACT BACKFILL TO 8
MIN. @ MIN. OPT.

COUNTY OF SAN DIEGO STD. DWG D—-32

STRAIGHT HEADWALL DETAIL

KO SCALE

A

MOISTURE

PER PLAN

RYERSO
BOTTOM SECTION

_ELEV.=13.23
Irmg o

RAW WATER PIPELINE
()2 —DIA_KCP MANHOLE
NO SCALE

SAND/CEMENT MORTAR SEAL

j—NEW 12" RCP PIPE

1172 % 1 1/2 X 1/4" STEEL FRAME (GALV)
W/ B§ EXPANDED METAL GRATING IN 2 HALVES

COMPACT BACKFILL TO B5%
MIN. @ MIN. OPT. MOISTURE

ADD 4' SECTIONS AS REQUIRED

N 48"xd'-0" PRECAST MANHOLE

"WATERMAN" C—10 SLIDE GATE W/
SCREW STEM & WHEEL OPERATOR

PROP. 127 SDR 35 PVC PIPE\

CAST IRON GRATE FOR NON-TRAFFIC AREA.

16'=9"

ELE\-II =30.00

@ 48" DIA. RCP _MANHOLE
NO SCALE

REVISIONS

Description

Approved By

7910 CONVOY COURT
SAN DIEGO, €A 82111

/2 HALE ENGINEERING

CIVIL ENGINEERING SURVEYING LAND PLANNING

(858) 715-1420
(858) TI5-1424 FAX

RYERSON STD. CONC.
MH COVER

ADD 4° SECTIONS AS REQUIRED

F{=——— RYERSON 48"9x4'-9"
i PRECAST MANHOLE
BOTTOM SECTION

SAND/CEMENT MORTAR SEAL

:—EKIST, 12" RCP PIPE

LEGEND:
(1) 12°WIR €-905, CLASS 150 PVC.
(@) 12WIR C-905, CLASS 200 PV — ONE PIECE OR PROVIDE JOINTS WITH MECHANICAL JOINT DUCTILE. RESTRAINED JOINT FITTINGS.
(@ 127 DIA 45 DEGREE MECHANICAL JOINT DUCTILE IRON ELBOW.

AROUND El

(@) 12° DL MECHANICAL JOINT DUCTILE
(5) 2" BLOW OFF PER GATEWAY STANDARD NO. 140
(8) PROVIDE A CONCRETE mwmawmmmmummmmmmmnw:2?so.n. MINIMUM,
@pmuznmmonmackmmnuw VOLUME OF 190 CU. FT. (7.0 CU.

AND ANCHORE] CONCRETE 29000 POUNDS OF FORCE IN TE)&ON
SHMLEEEPOIY mFEDON'WR»\PPEDANDSElLEDW 10 MIL POLYETHYLENE MA

AS REQUIRED TO PROMDE REQUIRED CLEARANCES -
LENGTH TO BE DETERIMED BY CONTRACTOR.

(:)RIP RAP DETAIL
KO SCALE

127 MINIMUM

:s'sroewpmu—hH@ I CLEARENCE
!

@

JOINT FITTING APF

YDS.) OF

ED BY THE COUNTY OF MWPERIAL

NVCHOR STRAPS

(:) WATER AND STORM DRAIN CROSSING DETAIL
NO SCALE

TOP OF GRATE ELEV. (GR) o
PER PLAN j 7a» Ao
STEEL GRATE FOR TRAFFIC AREA. 1/4 suRF"GE
e y ==
-e"!-:: %
T 2z o-Hf 2 o |
* MODE RS ARE AS MFD. BY " 3 . - §
ot BIENGUO“IE;EECﬂgT co?lc'azm INC. f ] - :
FLOW UINE ELEV. (FL) )
EXTENSIONS PER PLAN
4%,67,10%,12" OR 18" ?I\p'PEE SF%E% ?'[‘EN. g
MODEL NUMBER "A" SIZE WEIGHTS
2424%F EXTENSIONS = 227 LBS.
2424V BASE = 680 LBS. D = Pipe Diometer
2424CIP PARKWAY GRATE= 85 LBS. W = Bottom Width of Chonnel
2424GSTF TRAFFIC GRATE = 90 LBS.
b
@ 24"x24"” DRAIN BOX
NO SCALE
AINLESS : {mie.)
;o T
Bt oRIZONTAL AT f4 B _ Flow
12" 0.C. AGROSS OPENING E E -
5/87 DIA. STAINLESS e a /
st Sr oS A 2127
= 5] Fiter Blonket
,7“- — U -
//
130" x 13-0" M _E;' “
£%6"-6/8 — Sil, Closs 420-C-2000
{FLAT SHTS)
.u BAR SECTION A=A
1/32/FT. 48" 5D, S 0.002
NOTES
1. Plgns shall specify:
Rock Closs ond thickness ().
Filter materiol, number of mnﬂd thickness
2 shall be either or broken
(if shown on the ) Cobbles
ore not occeplable. .
@RET. BASIN INLET / OUTLET STRUCTURE 3 Hp 1 sk bn pied sow Gl Mot whch ey
4. See Regionol sﬁ‘k ts for
fip rap ond bianket.

BACKFILLING.
MI'H STAINLESS STEEL

“M__’LIIQJ___MM,
3/njer

Inspector

0

1 Director of Public Wo:

BY:

ENGINEER _OF RECORD
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pate: 4. 2907

R.C.E. NO.:

JOHN A. HEYES

58003 EXPIRES: __08-30-08

BY:

Vs, 7-3-92

WLLIM 5. BRUNET, PE
DIRECTOR OF PUBLIC WORKS

DATE:

DATE: 3/13/07

H.E. JOB NO. 0344

BENCH _ MARK T |
USGS STATION MAME DULL 2"
DESCRIPTION: GATEWAY OF THE AMERICAS (CSA) 12
THADING, STREET IMPROVEMENT, WATER, SEWER, o
LOCATION: il STORMDRAIN, STRIPING & SIGNAGE PLANS i
N-—182607263, E-6827670.30 13
DETAILS
| ELEVATION: _42.911 DATUM: _M.5.L PIE, UC [ o




STORM WATER POLLUTION PREVENTION PLAN

EROSION CONTROL. NOTES

1. ALL BUILDING PADS ARE TO BE DIKES AND THE DIKES MAINTAINED TO
PREVENT WATER FROM FLOWING FROM THE PAD UNTIL THE STREETS AND
DRIVEWAYS ARE PAVED AND WATER CAN FLOW FROM THE PADS WITHOUT
CAUSING EROSION, OR CONSTRUCT DRAINAGE FACILITIES TO THE
SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC WORKS THAT WALL
ALLOW WATER TO DRAIN FROM THE PAD WITHOUT CAUSING EROSION,

2. TOPS OF ALL SLOPES ARE TO BE DIKED OR TRENCHED TO PREVENT WATER
FROM FLOWING OVER THE CREST OF SLOPES.
3. MANUFACTURED SLOPES AND PADS SHALL BE ROUNDED \ER'HC!J.LY AND

HORIZONTALLY AS APPROPRIATE TO BLEND WITH THE SURROUNDIN
TOPOGRAPHY.

4. AS SOON AS CUTS OR EMBANKMENTS ARE COMPLETED , BUT NOT LATER THAN

OCTOBER 1, ALL CUT AND FILL SLOPES SHALL BE STABILIZED WITH A
HYDROMULCH MIXTURE OR AN EQUAL TREATMENT APPROVED BY THE

COUNTY DEPARTMENT OF FUBLIC WORKS. BETWEEN OCTOBER 1 AND APRIL 30.
APPROVED SLOPE PROTECTION MEASURES SHALL PROCEED IMMEDIATELY
BEHIND THE EXPOSURE OF CUT SLOPES AND/OR THE CREATION OM
EMBANKMENT SLOPES.

5. CATCH BASINS, DESILTING BASINS AND STORM DRAIN SYSTEMS SHALL BE
INSTALLED TO THE SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC
WORKS.

6. GR‘\'E!. BAG CHECK DAMS ARE TO BE PLACED N A MANNER APPROVED BY
THE COUNTY DEPARTMENT OF PUBLIC WORKS IN UNPAVED STREET WITH
GRADIENTS IN EXCESS OF 2% AND ON OR IN OTHER GRADED OR EXCAVATED
AREAS AS REQUIRED BY THE COUNTY DEPARTMENT OF PUBLIC WORKS.

7. THE DEVELOPER TO MAINTAIN THE PLANTING AND EROSION CONTROL
MEASURES DESCRIBED ABOVE UNTIL RELIEVED OF SAME BY THE COUNTY
DEPARTMENT OF PUBLIC WORKS, THE DEVELOPER TO REMOVE ALL SOIL
INTERCEPTED BY THE GRAVEL BAGS, CATCH BASINS, AND DESILTING BASINS
AND KEEP THESE FACIUTIES CLEAN AND FREE OF SILT AND SAND AND SHALL
REPAIR ANY ERODED SLOPES AS DIRECTED BY THE COUNTY DEPARTMENT OF
PUBLIC WORKS.

1. THE SEDHMENT BASINS SHALL BE PROVIDED AT 'I'HE LOWER END OF EVERY
DRAINAGE AREA PRODUCING SEDIMENT RUNOFF, THE BASINS SHALL BE
MAINTAINED AND LEANED TO DESIGN COUNTOURS AFTER
RUNOFF-PRODUCING STORM. THE BASINS SHOULD BE SEMI—PERMANENT
STRUCTURES THAT WOULD REMAIN UNTIL SOIL STABILZING VEGETATION

HAS BECOME WELL ESTABLISHED ON ALL ERODIBLE SLOPES,

2, SEDIMENTATION BASINS MAY NOT BE REMOVED OR MADE INOPERATIVE
WTHOUT PRIOR APPROVAL ON THE COUNTY ENGINEER.

3. UTIUTY TRENCHES THAT ARE CUT THROUGH BASIN DIKES OR BASIN INLET
DIKES SHALL BE PLUGGED WITH GRAVEL BAGS FROM TOP OF PIPE TO TOP OF
DIKE

4. ALL UTILITY TRENCHES SHALL BE BLOCKED AT THE PRESCRIBED INTERVALS
WITH A DOUBLE ROW OF GRAVEL BAGS WITH A TOP ELEVATION THAT IS TWO
GRAVEL BAGS BELOW THE GRADED SURFACE OF THE STREET. GRAVEL BAGS
ARE TO BE PLACED WITH LAPPED COURSES. THE INTERVALS PRESCRIBED
BETWEEN GRAVEL BAG BLOCKING SHALL DEPEND ON THE SLOPE OF THE
GROUND SURFACE BUT SHALL NOT EXCEED THE FOLLOWING:

GRADE OF STREET INTERVAL
LESS THAN 2% 200 FEET MAXIMUM
2% TO 4% 100 FEET
4% T0 10% 50 FEET
OVER 10% 25 FEET

EMERGENCY CONTACT INFORMATION

NAME: NATHAN R. STANLEY

TITLE: PROJECT SUPERINTENDENT

COMPANY: HAZARD CONSTRUCTION

ADDRESS: 6465 MARINDUSTRY PLACE
SAN DIEGO, CA, 92192

CELL: (B58) 518-5416

TEMPORARY
DRAINAS
EASEMEN

24" x 18" WOVEN FABRIC GRAVEL-
WITH GRAVEL

BAGS FILLED
MIN. WEIGHT 40 LBS

3/4 TO 3 INCH GRAVEL

_2_2-{]—00

DRAINAGE FLow
Pttt A}

3/4 TO 3 INCH GRAVEL

CURB AND GUTTER

247 x 187 WOVEN FAERIC GRAVEL— CONSTRUCT GRAVEL
BAGS FILLED WITH GR: BAG SPILLWAY
MIN. WEIGHT 40 LBS (SEE DETAIL BELOW)

DL.09

5 SPICIT)

SPILLWAY FLOWLUINE ELEVATION SHALL
BE BELOW THE BOTTOM OF THE OUTSIDE
MOST GRAVEL BAGS TO EFFECTIVELY
CHANNEL ALL THE WATER THROUGH

THE SPILLWAY

VIEW ‘A’
DETAIL — STORM DRAIN
INLET PROTECTIO.

NO SCALE

[
Fa

2.4

[

32.25

T = 40

SCALE:

ROAD

T

48 S48

:.SEHF
Il

DIC&LER]

0 WORKING
B’EFURE DAYS BEFORE|
¥OU D OU D

TOLL FREE 1-800-227-2600
A PUBLIC SERWVICE BY
UNDERGROUND SERVICE ALERT

40

40 80 120
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(858) 715-1420
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Director of Public Works
Imperial County

ENGINEER OF RECORD

COUNTY APPROVED

BENCH MARK

PLANS PREPARED UNDER THE SUPERVISION OF

. %ﬁﬁ?ﬁr il

RCE Mo 58005 EXPIRES: _08—30-08

M M Z=2-0

WILLIAM S. BRUNET,
DIRECTOR OF PUBLIC WRKS

DESCRIPTION: USGS STATION NAME "DULL 2"

IMPERIAL COUNTY

PUBLIC WORKS DEPARTMENT [*<"

CCS 83

TRACT 941

GATEWAY OF THE AMERICAS (CSA) 13

— UNIT NO. 2

LOCATION: ___NGVDZ9 AND.
N-182607263, E-6827670.30

ELEVATION:

42.911

DATUM:

M.S.L,

STORM WATER POLLUTION PREVENTION PLAN 1 3
PAN AMERICAN ST & CARR RD

[OWHER PERMITIEE: 3, (LG

DATE: 3/13/07

H.E. JOB NO. 0344

|nzua 18558.08
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