Traffic Study Information Request Form

[bookmark: _GoBack]Please provide as much of the information as possible.  Please provide additional files/pages as necessary. 
The following information is required for No Project and With Project scenarios:
	LOS determination for intersections affected by project- Please refer to Section 1.0 of the TIA

	Intersection Volumes/direction breakdown (if LOS for intersections is E or F)- Please refer to Figures 5-3, 6-2, 8-2, 9-2, 10-3 and 11-2  of the TIA for volume/direction breakdown
Delay at intersections with LOS E or F- Please refer to Section 1.0 of the TIA

	ADT for roadway segments that will carry the most project traffic- Please refer to Figures 5-1, 6-1, 3-2, 8-1, 9-1, 10-1 and 11-1 of the TIA for ADT volume information.

	Total Project ADT (preferably weekday and weekend)- Please refer to Tables 3-1A, 3-1B and 3-1C of the TIA for project only trip generation and rates.  Please note that no weekend information is estimated per regional TIA guidelines.
Trip rate per land use type- Please refer to Tables 3-1A, 3-1B and 3-1C of the TIA

	
	Average daily

	
	Or:
	weekday

	
	
	Saturday

	
	
	Sunday



The following information will help us to better model the specific project:
	Average Trip Length- Please refer to Figure 3-1 for project trip distribution information (i.e. trip length).  If additional information is needed, we will contact Sandag to provide.  The information in the TIA does not differentiate between Residential/Non-residential.
	

	
	Residential

	
	Non-Residential

	Roadway widths- Highway 101 varies in width along the corridor due to pop-outs and changes in ROW.  It is generally between 58’ and 84’ in width (curb-to-curb).  Dahlia Drive is approximately 40 feet wide (curb-to-curb).  Sierra Avenue also varies in width.  It is generally between 36’ and approximately 50’ (curb to curb).  Lomas Santa Fe is approximately 84’ (curb to curb).  More accurate measurements could be obtained from as-built plans if necessary.  These measurements are based on field checks with a measuring wheel and are rough measurements.
Number of lanes on roadway segments- Please see Section 5.0 of the TIA

	Speed limits on roadways- Please see Section 5.0 of the TIA

	



Area any of the following measures included in the project as proposed??- No TDM measures are currently proposed as part of the project proposal.
	Transportation Measures
	Already Included in Project ADT? (Y/N)

	Trip reduction program:

	
	% employ eligibility
	
	

	
	Voluntary or Required?
	
	

	Subsidized transit usage:

	
	% employ eligibility
	
	

	
	Daily amount:
	
	

	Employee Parking "Cash-out"

	
	% employ eligibility
	
	

	Workplace Parking Charge

	
	% employ eligibility
	
	

	
	Daily amount:
	
	

	Implementation of school bus program

	
	% families using program
	
	

	
	

	
	

	Telecommuting/Alternative work schedule:

	
	% employee work 9/80
	
	

	
	% employee work 4/40
	
	

	
	% employee telecommute at least 1.5 days
	
	

	Employee Vanpool/Shuttle

	
	% employee eligibility
	
	

	Provide Ride Sharing Program

	
	% employee eligibility
	
	

	Market Commute Trip Reduction Option

	
	% employee eligibility
	
	

	Provide BRT System

	
	% Lines BRT
	
	

	Expand Transit Network
	

	
	% increase Transit Coverage
	
	

	Increase Transit Frequency

	
	Level of implementation < or Less than 50%?
	
	

	
	% Reduction in Headways
	
	

	Limit Parking Supply

	
	% reduction in spaces
	
	

	Unbundle Parking Costs

	
	Monthly Parking Cost
	
	

	On-Street Market Pricing

	
	% increase in Price
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